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*** FIRST CHANGE ***

13.3.2.2
REPORT record information

The REPORT record is used to report non-communication related target actions (events).

The REPORT record shall be triggered when:

-
The target ProSe Remote UE connects to or disconnects from a ProSe UE-to-NW Relay. See Table 13.3.2.2-1.

-
One or several UEs connect to or disconnect from a target ProSe UE-to-NW Relay. See Table 13.3.2.2-1.

-
LI is activated on a target ProSe UE-to-NW Relay with already connected ProSe Remote UEs. See Table 13.3.2.2-2.

-
A failure occurs when the target ProSe Remote UE attempts to start communication by connecting to a ProSe UE-to-NW Relay. See Table 13.3.2.2-3.
Table 13.3.2.2-1: ProSe Remote UE Report REPORT Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	C
	Provide at least one and others when available

	Observed MSISDN
	
	

	Observed IMEI
	
	

	Event Type
	M
	Provide ProSe Remote UE Report event type

	Event Time
	M
	Provide the time the event is detected

	Event Date
	M
	Provide the date the event is detected

	Lawful Interception Identifier
	M
	Shall be provided

	Target type
	M
	Shall be provided

	Network Identifier
	M
	Shall be provided

	ProSe Remote UE(s) connected IDs
	C
	Provided if the ProSe UE-to-NW Relay is the target

	ProSe Remote UE(s) connected IP info
	C
	Provided the ProSe UE-to-NW Relay is the target

	ProSe Remote UE(s) disconnected IDs
	C
	Provided if the ProSe UE-to-NW Relay is the target

	MSISDN of the ProSe UE-to-NW Relay
	C
	Provided if available and if the ProSe Remote UE is the target

	IMSI of the ProSe UE-to-NW Relay
	C
	Provided if available and if the ProSe Remote UE is the target

	IMEI of the ProSe UE-to-NW Relay
	C
	Provided if available and if the ProSe Remote UE is the target

	APN
	C
	Provided if available

	PDN Address(es)
	C
	Provided if available

	Location information
	C
	Provide, when authorized, to identify location information for the target UE


Table 13.3.2.2-2: Start of interception for ProSe UE-to-NW Relay
	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	C
	Provide at least one and others when available

	Observed MSISDN
	
	

	Observed IMEI
	
	

	Event Type
	M
	Provide Start of interception for ProSe UE-to-NW Relay event type

	Event Time
	M
	Provide the time the event is detected

	Event Date
	M
	Provide the date the event is detected

	Lawful Interception Identifier
	M
	Shall be provided

	Target type
	M
	Shall be provided

	Network Identifier
	M
	Shall be provided

	ProSe Remote UE(s) connected IDs
	C
	Provided if available

	ProSe Remote UE(s) connected IP info
	C
	Provided if available

	APN
	C
	Provided if available

	PDN Address(es)
	C
	Provided if available

	Location information
	C
	Provide, when authorized, to identify location information for the target UE


Table 13.3.2.2-3: ProSe Remote UE Start of Communication REPORT Record

	Parameter
	MOC
	Description/Conditions

	Observed IMSI
	C
	Provide at least one and others when available

	Observed MSISDN
	
	

	Observed IMEI
	
	

	Event Type
	M
	Provide ProSe Remote UE Start of Communication event type

	Event Time
	M
	Provide the time the event is detected

	Event Date
	M
	Provide the date the event is detected

	Lawful Interception Identifier
	M
	Shall be provided

	Target type
	M
	Shall be provided

	Network Identifier
	M
	Shall be provided

	MSISDN of the ProSe UE-to-NW Relay
	C
	Provide at least one and others when available

	IMSI of the ProSe UE-to-NW Relay
	C
	

	IMEI of the ProSe UE-to-NW Relay
	C
	

	APN
	C
	Provided if available

	PDN Address(es)
	C
	Provided if available

	ProSe Cause
	C
	Provided if available

	Location information
	C
	Provide, when authorized, to identify location information for the target UE
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