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7.6.2.3.2
Procedure

The procedure in figure 7.6.2.3.2-1 describes the case where MCData user selected FD data size is above the auto-send size and is subjected to transmission control prior to transmitting data to the selected recipient user or affiliated members of the selected MCData group for mandatory download.

Pre-conditions: 

1.
MC Data user is configured with permission to transmit data.

2.
MC Data administrator has configured maximum data size for auto-send.

3.
Maximum amount of data that a MC Data user can transmit in a single request is configured.

4.
Maximum amount of time that a MC Data user can transmit in a single request is configured.
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Figure 7.6.2.3.2-1: Send data with mandatory download

1.
MCData user selects the data to transmit and the recipient MCData user or MCData group along with the indication for mandatory download.

2.
MCData client has checked for MCData user's permission to transmit data and the data size is above the maximum data size for automatic data transmission. MCData client calculates the total transmission request size and determines to select one of the appropriate procedures described in subclause 7.5.2.4, 7.5.2.5, 7.5.2.6 or 7.4.2.7 and including the mandatory download indication.

3.
Transmission control on the server verifies if the MCData user authorized to transmit and the data size in the received transmission request is not for automatic data transmission. 

4.
MCData server may send one of the following MCData control indications:

a)
If the MCData user does not have permission to transmit data to transmit data to another MC Data user or MC Data group then the "No permission to transmit data" control indication is sent. 

b)
If the data size requested to be transmitted is more than the maximum amount of data that an MCData user can transmit in a single request, the transmission control on MCData server rejects the data transmission request and sends the rejection control indication "Rejected due to exceeding data transmit size".

c)
If the data transmission time exceeds the maximum amount of time that an MCData user can transmit in a single request, the transmission control on MCData server rejects the data transmission request and sends the rejection control indication "Rejected due to exceeding data transmit time".

d)
If the selected transmission is for a MCData group and there are no affiliated group members, then the transmission control on MCData server sends the "No affiliated members found to the selected MCData group" control indication.

e)
MCData server may queue the data transmit request for later transmission with control indication "Request to transmit is queued".

Otherwise continue with step 5.
5. 
MCData server transmits the data to the selected MCData user or the affiliated members of the selected MCData group according to the procedures selected in step 2 (where the recipient MCData client receives the data automatically).
