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*** START OF FIRST MODIFICATION ***
12.2.3.7
Tracking Area/EPS Location Update
For each TA/EPS Location Update an update-event with the elements about the new location is generated. The event shall be sent in case of Tracking Area Update, UE triggered Service Request, X2 based handover, S1 based handover, as specified in TS 23.401 [22]. In case of change of MME, the new MME shall send the event, and the old MME may optionally send the event as well. These elements will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed ME Id

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Logical Function Information

	Location Information (only for the new MME)

	Old Location Information (only for the old MME)

	IAs (if applicable)

	Failure reason

	HeNB Identity (NOTE1)

	HeNB IP Address (NOTE1)

	HeNB Location (NOTE1)

	ProSe Remote UE(s) IDs (NOTE 2)

	ProSe Remote UE(s) IP Info (NOTE 2)


NOTE 1:
These elements are applicable for HeNB interception only.
NOTE 2:
These elements identify the ProSe remote UEs connected to the ProSe UE-to-NW relay when the ProSe UE-to-NW relay is the target and are applicable only in case the target UE is a ProSe UE-to-NW Relay, see clause 17.3.
*** END OF FIRST MODIFICATION ***
*** START OF SECOND MODIFICATION ***
12.2.3.8
Serving Evolved Packet System
The Serving Evolved Packet System report event is generated at the HSS, when the HSS has detected that the target has roamed. The elements will be delivered to the DF2 if available:

	Observed MSISDN

	Observed IMSI

	Observed ME Id

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Logical Function Information

	Serving MME Address


*** END OF SECOND MODIFICATION ***
*** START OF THIRD MODIFICATION ***
12.2.3.9
UE requested PDN connectivity

When a PDN connectivity is requested from the mobile to allow multiple PDN connections (TS 23.401 [22]), an UE requested PDN connectivity event is generated by the MME. These elements will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed ME Id

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Logical Function Information

	Location Information

	APN

	Request type

	PDN type

	Failed reason

	IAs (if applicable)

	Protocol Configuration Options

	EPS bearer identity

	HeNB Identity*

	HeNB IP Address*

	HeNB Location*


*
These elements are applicable for HeNB interception only.

*** END OF THIRD MODIFICATION ***
*** START OF FOURTH MODIFICATION ***
12.2.3.10
UE requested PDN disconnection

When a PDN disconnection is requested from the mobile to request for disconnection from one PDN (TS 23.401 [22]), an UE requested PDN disconnection event is generated by the MME. These elements will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed ME Id

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Logical Function Information

	Location Information

	IAs (if applicable)

	Linked EPS bearer identity

	HeNB Identity*

	HeNB IP Address*

	HeNB Location*


*
These elements are applicable for HeNB interception only.
*** END OF FOURTH MODIFICATION ***
*** START OF FIFTH MODIFICATION ***
12.2.3.11
UE requested Bearer Resource Modification

When UE requested Bearer Resource Modification TS 23.401 [22] is detected at the S-GW/PDN-GW, an UE requested Bearer Resource Modification event is generated. These elements will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed ME Id

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Logical Function Information

	Location Information

	IAs (if applicable)

	Linked EPS bearer identity

	EPS bearer identity

	Procedure Transaction Identifier

	EPS bearer QoS

	Traffic Aggregate Description

	Failed Bearer Modification reason

	Protocol Configuration Options


*** END OF FIFTH MODIFICATION ***
*** START OF SIXTH MODIFICATION ***
12.5.3.17
Location Information request

This event will be used to report any location information request on the target by a node to HSS, when the target is connected to trusted non-3GPP IP access. A location information request could be generated by an IP-SM-GW AS (as an SMS Centre) or GMSC or SGSN or MME from another Network through a diameter request transmitted by either an AS or the I CSCF of the home network to the HSS of the target. The event will be triggered by the following Diameter messages:

-
Through Sh interface, User Data Request with content related to update location from AS to HSS, see clause A.2 of TS 29.328 [63] and TS 29.329 [66];
-
Through Cx interface, Location Info Request from I CSCF to HSS; see clause A.2 of TS 29.228 [62].
The elements of table 12.5.3.17, observed IMSI, MSISDN, the identifier of the requesting node type and network, will be delivered to DF2, if available.

Table 12.5.3.17: Information Elements for Location Information Request Event
	Observed MSISDN 

	Observed IMSI 

	Requesting network identifier such as PLMN Id (country identifier included), 

	Requesting node type (IP-SM-GW AS, GMSC, SGSN, MME, GMLC)

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HSS id...)


*** END OF SIXTH MODIFICATION ***
*** END  OF ALL MODIFICATIONS ***
