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The following CRs were agreed by SA WG2 and are provided to TSG SA#80 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	0067
	6
	Rel-15
	Controlled support of (AF) session binding for Ethernet PDU Session Type
	F
	15.1.0
	S2-127
	S2‑184585
	Nokia, Nokia Shanghai Bell, China Mobile, Ericsson
	5GS_Ph1
	5.6.10.2, 5.8.2.X

	23.501
	0269
	2
	Rel-15
	Correction to AMF and S-NSSAI overload control
	F
	15.1.0
	S2-127BIS
	S2‑185045
	MediaTek Inc., NEC, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.19.5.2, 5.19.7.4

	23.501
	0271
	2
	Rel-15
	Correction for support of the Ethernet Type PDU Session
	F
	15.1.0
	S2-127
	S2‑184430
	Huawei, Hisilicon
	5GS_Ph1
	3.2, 5.6.10.2

	23.501
	0284
	2
	Rel-15
	Consolidation of UE Network Capabilities
	F
	15.1.0
	S2-127
	S2‑184514
	Qualcomm Incorporated, Spreadtrum Communications, Ericsson
	5GS_Ph1
	5.4.4a, 5.4.4b (new clause)

	23.501
	0305
	6
	Rel-15
	Correction on capability negotation on 'SMS over NAS'
	F
	15.1.0
	S2-127
	S2‑184455
	Samsung, LG Electronics
	5GS_Ph1
	5.16.2.2

	23.501
	0308
	3
	Rel-15
	Correction on NAS level congestion control
	F
	15.1.0
	S2-127
	S2‑184400
	CATT
	5GS_Ph1
	5.19.7.1, 5.19.7.2

	23.501
	0356
	1
	Rel-15
	Coordination of reference point allocation
	F
	15.1.0
	S2-127BIS
	S2‑185826
	Ericsson, one2many, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.2.7, 4.4.1

	23.501
	0370
	3
	Rel-15
	Compute - Storage split principles
	F
	15.1.0
	S2-127BIS
	S2‑186121
	Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1
	Annex C (informative) (new)

	23.501
	0396
	2
	Rel-15
	CN type indicator in AS signalling
	F
	15.1.0
	S2-127BIS
	S2‑186128
	Qualcomm Incorporated
	5GS_Ph1
	5.16.4.11

	23.501
	0425
	2
	Rel-15
	Combined SMF+PGW-C Selection
	F
	15.1.0
	S2-127BIS
	S2‑185890
	Huawei, HiSilicon
	5GS_Ph1
	4.3.1, 6.3.2

	23.502
	0241
	1
	Rel-15
	Correction of description related to PFD management
	F
	15.1.0
	S2-127
	S2‑184177
	KDDI
	5GS_Ph1
	4.18.3.1, 5.2.6.3

	23.502
	0251
	6
	Rel-15
	Correction of UE configuration update procedure
	F
	15.1.0
	S2-127BIS
	S2‑186214
	Telecom Italia, OPPO, ZTE, Ericsson, Intel, Huawei
	5GS_Ph1
	4.2.4.2

	23.502
	0261
	1
	Rel-15
	Context retrieval for the purpose of EPS interworking
	F
	15.1.0
	S2-127
	S2‑184072
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.11.1.3.3

	23.502
	0279
	2
	Rel-15
	Cleanup to PCF selection in AMF and SMF
	F
	15.1.0
	S2-127
	S2‑184211
	Huawei, HiSilicon, LG Electronics, Ericsson
	5GS_Ph1
	4.2.2.2.2, 4.3.2.2.1, 4.9.1.3.2, 5.2.2.2.2

	23.502
	0308
	2
	Rel-15
	CN Tunnel establishment for interworking handover
	F
	15.1.0
	S2-127
	S2‑184168
	Huawei, HiSilicon, CATT
	5GS_Ph1
	4.11.1.2.1, 4.11.1.2.2.2. 4.11.1.2.2.3

	23.502
	0323
	1
	Rel-15
	Correction of Provision parameters flow
	F
	15.1.0
	S2-127
	S2‑184000
	Ericsson
	5GS_Ph1
	4.15.6.2, 5.2.3.3.1

	23.502
	0325
	2
	Rel-15
	Consolidation of UE Network Capabilities
	F
	15.1.0
	S2-127
	S2‑184515
	Qualcomm Incorporated, Intel, Ericsson
	5GS_Ph1
	4.2.2.2, 4.3.2.1, 4.3.3.2, 5.2.2.2.2, 5.2.8.2.2, 5.2.8.2.3

	23.502
	0402
	1
	Rel-15
	Correction on Location continuity procedure
	F
	15.1.0
	S2-127BIS
	S2‑185988
	CATT, Ericsson
	5GS_Ph1
	4.13.5.7

	23.502
	0431
	1
	Rel-15
	Correction on Non-3GPP Registration procedure
	F
	15.1.0
	S2-127BIS
	S2‑185568
	Samsung
	5GS_Ph1
	4.12.2.2

	23.502
	0445
	3
	Rel-15
	CN type indicator in Emergency Service Fallback procedure
	F
	15.1.0
	S2-127BIS
	S2‑186247
	Qualcomm Incorporated
	5GS_Ph1
	4.13.4.2

	23.502
	0446
	2
	Rel-15
	Correct Nudr_DM service operation usage by NEF
	F
	15.1.0
	S2-127BIS
	S2‑186250
	China Mobile
	5GS_Ph1
	4.15.6.2

	23.502
	0473
	2
	Rel-15
	CN tunnel handling for IRAT Idle mobility
	F
	15.1.0
	S2-127BIS
	S2‑185888
	CATT, Huawei, HiSilicon
	5GS_Ph1
	4.11.1.3.2, 4.11.1.3.3

	23.502
	0496
	1
	Rel-15
	Correction of having multiple S-NSSAIs for a single PDU session
	F
	15.1.0
	S2-127BIS
	S2‑186020
	NTT DOCOMO
	5GS_Ph1
	4.2.2.2.2, 4.3.2.2.1

	23.502
	0501
	2
	Rel-15
	Clarifying use-cases of network triggered service request
	F
	15.1.0
	S2-127BIS
	S2‑186172
	Cisco Systems
	5GS_Ph1
	4.2.3.3

	23.503
	0053
	1
	Rel-15
	Cleanups on the support of session binding for Ethernet PDU session Type
	F
	15.1.0
	S2-127
	S2‑184076
	Nokia, Nokia Shanghai Bell, China Mobile
	5GS_Ph1
	5.3.1, 6.1.1.2


