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*****************************************1st Change *********************************************
7.5.3
Use case: Termination of on-train outgoing voice communication from train staff

7.5.3.1
Description

The FRMCS User that is member of train staff shall be able to terminate the voice communication towards the FRMCS Users on the ground.

The FRMCS User on the ground shall be able to put on hold, leave or terminate the on-train voice communication. 

7.5.3.2
Pre-conditions

The on-train outgoing voice communication is ongoing.

7.5.3.3
Service flows

Member of train staff termination

The FRMCS User that is member of the train staff terminates the voice communication.

The FRMCS system releases the voice communication.

Communication on hold

A FRMCS User on the ground put the voice communication on hold.

The communication remains active in the FRMCS system and the FRMCS User on the ground user is able to re-join the communication.

Leaving the communication

The FRMCS User at the ground user is able to leave the voice communication if more than one FRMCS User at the ground is part of the voice communication.


Communication Termination by the ground FRMCS User

Any FRMCS User on the ground is able to terminate the voice communication between train staff and the ground user.

The FRMCS system releases the voice communication. All involved FRMCS Users are informed about.

7.5.3.4
Post-conditions

The on-train outgoing voice communication is terminated.

7.5.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement te5t
	Application / Transport
	SA1 spec covering
	Comments

	[R-7.5.3-001]
	The FRMCS System shall allow an authorised FRMCS User at the train that is part of the On-train outgoing voice communication, to terminate the voice communication.
	A
	
	[Need analysis]

	[R-7.5.3-002]
	Based on the On-train outgoing voice communication termination request, the FRMCS System shall release the voice communication.
	A
	
	[Need analysis]

	[R-7.5.3-003]
	If authorised, a FRMCS User on the ground shall be able to put the train staff to ground user voice communication on hold if more than one ground FRMCS Users are part of the voice communication. 
	A
	
	[Need analysis]

	[R-7.5.3-004]
	After the FRMCS User has put the voice communication on hold, the communication shall remain active and the FRMCS User on the ground shall be able to re-join the communication.
	A
	
	[Need analysis]

	[R-7.5.3-005]
	If more than one FRMCS Users on the ground participate to an On-train outgoing voice communication from train staff towards a ground user, the FRMCS User on the ground user shall be able to withdraw from the communication with ability to re-join. The remaining FRMCS Users shall be informed about the withdrawn FRMCS User.
	A
	
	[Need analysis]

	[R-7.5.3-006]
	If authorised, the FRMCS User at the train or the FRMCS Users on the ground shall be able to terminate the train staff to ground user voice communication. The FRMCS system shall inform the involved FRMCS Users about the release of the communication.
	A
	
	[Need analysis]
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