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	Reason for change:
	Text implies slicing is optional by stating the HPLMN *may* indicate susbcribed slices to VPLMN

	
	

	Summary of change:
	The requirement is made mandatory, and also it is clarified only the S-NSSAIs allowed for the UE in V-PLMN are sent by UDM in roaming case,  thus avoiding AMF logic for handling S-NSSAIs not relevant to serving PLMN and avoid disclosing S-NSSAIs that are not used in the serving PLMN.

	
	

	Consequences if not approved:
	Frequent and serious misoperation if no subscribed slices are sent, and also undefined way to handle any values the UDM may send if not allowed in the serving PLMN for the UE.
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5.15.3
Subscription aspects

The Subscription Information shall contain one or more S-NSSAIs i.e. Subscribed S-NSSAIs. Based on operator's policy, one or more Subscribed S-NSSAIs can be marked as a default S-NSSAI. If an S-NSSAI is marked as default, then the network is expected to serve the UE with a related applicable Network Slice instance when the UE does not send any valid S-NSSAI to the network in a Registration Request message as part of the Requested NSSAI.

The Subscription Information for each S-NSSAI may contain multiple DNNs and one default DNN.

The network verifies the Requested NSSAI the UE provides in the Registration Request against the Subscription Information.

In roaming case, the UDM shall provide to the VPLMN only the S-NSSAIs from the Subscribed S-NSSAIs the HPLMN allows for the UE in the VPLMN.
When the UDM updates the Subscribed S-NSSAI(s) to the serving AMF, based on configuration in this AMF, the AMF itself or the NSSF determines the mapping of the Configured NSSAI for the Serving PLMN and/or Allowed NSSAI to the Subscribed S-NSSAI(s). The serving AMF then updates the UE with the above information as described in clause 5.15.4.


