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****************************************1st Change***********************************************
6.17.2
Interworking between MCX Service systems

[R-6.17.2-001] An MCX Service shall provide mechanisms to allow an MCX User to operate in a Partner MCX Service System, subject to authorization from both the Partner and the Primary MCX Service Systems of the MCX User.

[R-6.17.2-002] The authentication of an MCX User with an MCX Service in a Partner MCX Service System shall be based on security parameters obtained from the Primary MCX Service System of the MCX User.

NOTE 1:
This is an application layer authentication and not 3GPP network authentication.

[R-6.17.2-003] Any functionality needed from the visited PLMN network is subject to roaming capabilities and operator agreement.

[R-6.17.2-004] An MCX Service shall provide mechanisms to allow an MCX User on the Primary MCX Service System to affiliate and communicate in an MCX Service Group from a Partner MCX Service System, subject to authorization from the Primary MCX Service System and the Partner MCX Service System where the MCX Service Group is defined.

[R-6.17.2-005] An MCX Service shall provide mechanisms to allow a roaming MCX User to affiliate and communicate in an MCX Service Group from the Partner MCX Service System, subject to authorization from the Partner MCX Service System where the MCX Service Group is defined.

[R-6.17.2-006] An MCX Service shall provide mechanisms to allow an MCX User that receives service from a Partner MCX Service System to affiliate and communicate in an MCX Service Group from another Partner MCX Service System, subject to authorization from the Partner MCX Service System where the MCX Service Group is defined.

 
[R-6.17.2-007] End to end security of an MCX Service Group communication (including in Partner MCX Service Systems) shall be based on parameters obtained from the MCX Service system where the MCX Service Group is defined.

*************************************End of Change***********************************************


