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	Reason for change:
	There is a wrong text in clause 5.7A.4	stating that for periodic reporting :
 “When eNodeB is configured with a "minimum time interval for Secondary RAT usage data reporting" the eNodeB shall send a RAN Usage Data Report Request message to the MME when the timer expires for each UE the MME has requested the Secondary RAT usage data reporting.
There are two problems with this text:
1) It should  not  be a minimum time interval but a time interval (otherwise it would not define a period, but an upper bound to frequency, and also it would not be required to send report to the MME when this timer expires and this is not in line with periodic reporting as defined in clause 5.7A.2 bullet e) )
2) Secondary RAT usage reporting is configured in the RAN by OAM and is not requested per UE as indicated here (there is no way in stage 3 specs to have the MME perform this request and in clause 5.7A.2 it is clearly stated: “The PLMN locally activates the Secondary RAT Usage Data Reporting by E-UTRAN O&M.”  . there is also no stage 3 allowing the MME to tell the RAN a certain UE shall be subject to secondary RAT reporting.

	
	

	Summary of change:
	The  “minimum” adjective is removed, and the per UE activation of reporting is removed.


	
	

	Consequences if not approved:
	Wrong specification text and misalignment with text in stage 2 and 3 specifications.

	
	

	Clauses affected:
	 5.7A.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	









**** FIRST CHANGE ****
[bookmark: _Toc524944818][bookmark: _Toc517082075][bookmark: _Toc517082076][bookmark: _Toc510019526][bookmark: _Toc501716520]5.7A.4	Secondary RAT Periodic Usage Data Reporting Procedure
Periodic reporting of the Secondary RAT usage data is an optional function. When eNodeB, as defined in bullet e) of clause 5.7A.2, is configured with a "minimum time interval for Secondary RAT usage data reporting", the eNodeB shall send a RAN Usage Data Report Request message for periodic reporting purposes to the MME only when thise timer expires for each a UE for which the MME has requested the Secondary RAT usage data reporting is ongoing. The timer runs from the last usage reporting for the UE. The MME also indicates to SGW if secondary RAT usage data reporting to the PGW is active.
The procedures 5.7A.3-1 to 5.7A.3-2 in its entirety is executed to provide periodic reporting of Secondary RAT usage data to the Serving GW and to the PDN GW when PGW secondary RAT usage data reporting is active. At use for periodic usage data reporting, the procedure 5.7A.3-1 uses signalingsignalling from eNB which does not include a handover flag.


**** END OF CHANGES ****


3GPP
