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	Spec
	CR
	Rev
	Phase
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	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	1070
	3
	Rel-16
	Clarification to support associating URLLC traffic to redundant PDU sessions
	F
	16.0.1
	S2-132
	S2-1904769
	OPPO, Ericsson
	5G_URLLC 
	5.33.2.1

	23.501
	1120
	1
	Rel-16
	Filtering own address for Ethernet PDU Sessions
	C
	16.0.0
	S2-132
	S2-1904144
	Ericsson
	5G_URLLC , 5GS_Ph1
	5.8.2.5

	23.501
	1141
	4
	Rel-16
	Clarifications on URLLC support
	C
	16.0.1
	S2-133
	S2-1906734
	Huawei, HiSilicon
	5G_URLLC
	5.33.1, 5.33.2.1, 5.33.2.2

	23.501
	1142
	6
	Rel-16
	Update description for E2E PDB division
	C
	16.0.1
	S2-133
	S2-1906776
	Huawei, Hisilicon
	5G_URLLC
	3.2, 5.7.3.1, 5.7.3.4

	23.501
	1144
	2
	Rel-16
	Explicit indication of AF response to be expected for runtime coordination with AF
	C
	16.0.1
	S2-132
	S2-1904767
	Huawei, Hisilicon, Samsung
	5G_URLLC 
	5.6.7

	23.501
	1163
	1
	Rel-16
	Clarification on the CN PDB configured in each NG-RAN node
	F
	16.0.2
	S2-132
	S2-1904691
	LG Electronics
	5G_URLLC 
	5.7.3.4

	23.501
	1173
	2
	Rel-16
	Redundant PDU session handling
	F
	16.0.2
	S2-132
	S2-1904765
	CATT
	5G_URLLC 
	5.33.2.1

	23.501
	1217
	4
	Rel-16
	5G URLLC: Optimizing Redundancy
	C
	16.0.0
	S2-133
	S2-1906521
	Nokia, Nokia Shanghai Bell, Huawei, HiSilicon
	5G_URLLC
	5.33.2.1, 5.33.2.2, 5.33.2.3

	23.501
	1307
	2
	Rel-16
	Generalized text for redundant user planes in RAN
	F
	16.0.2
	S2-133
	S2-1906731
	Ericsson
	5G_URLLC
	5.33.2.1

	23.501
	1320
	3
	Rel-16
	Clarification on redundant N3 tunnel solution
	F
	16.0.2
	S2-133
	S2-1906738
	OPPO, Huawei, HiSilicon, China Telecom, China Unicom
	5G_URLLC
	Clause 5.33.2.2

	23.502
	1138
	5
	Rel-16
	UP connection Deactivation for URLLC PDU Session
	B
	16.0.2
	S2-133
	S2-1906518
	Tencent
	5G_URLLC
	4.2.3.2, 4.3.3.3, 4.2.6

	23.502
	1171
	1
	Rel-16
	Correction to the user plane redundancy handling
	F
	16.0.1
	S2-132
	S2-1904653
	NEC
	5G_URLLC 
	4.3.2.2.1

	23.502
	1203
	5
	Rel-16
	Update procedures related to redundant transmission
	C
	16.0.1
	S2-133
	S2-1906733
	Huawei, HiSilicon, OPPO
	5G_URLLC
	4.3.3.2, 4.9.1.2.2, 4.9.1.3.2

	23.502
	1265
	2
	Rel-16
	Update PDU Session Establishment procedure regarding solution 4 in 23.725
	C
	16.0.2
	S2-132
	S2-1904694
	Samsung
	5G_URLLC 
	4.3.2.2.1

	23.502
	1294
	2
	Rel-16
	Clarification on Nsmf_EventExposure_AppRelocationInfo service operation
	F
	16.0.2
	S2-132
	S2-1904693
	ZTE
	5G_URLLC 
	5.2.8.3.1, 5.2.8.3.2A

	23.502
	1323
	1
	Rel-16
	Generalized text for redundant user planes in RAN
	F
	16.0.2
	S2-133
	S2-1906517
	Ericsson
	5G_URLLC
	4.3.2.2.1

	23.502
	1416
	2
	Rel-16
	Correction on the late notification procedures of simultaneous change of Branching Point/ULCL and additional PSA for a PDU session
	F
	16.0.2
	S2-133
	S2-1906737
	Huawei, Hisilicon
	5G_URLLC
	4.3.5.7, 4.3.6.3

	23.502
	1417
	2
	Rel-16
	Update procdures related with always-on PDU session for URLLC service
	F
	16.0.2
	S2-133
	S2-1906735
	Huawei, Hisilicon
	5G_URLLC
	4.3.2.2.1, 4.3.3.2

	23.502
	1437
	1
	Rel-16
	Update PDU Session Modification procedure regarding solution 4
	C
	16.0.2
	S2-133
	S2-1906524
	Samsung
	5G_URLLC
	4.3.3.2

	23.503
	0243
	2
	Rel-16
	Explicit indication of AF response to be expected for runtime coordination with AF
	C
	16.0.0
	S2-132
	S2-1904768
	Huawei, Hisilicon, Samsung
	5G_URLLC 
	6.3.1


