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3
Terms and definitions

0-9

1x RTT
CDMA2000 1x Radio Transmission Technology

2G
2nd Generation
3D
Three Dimensional
3G
3rd Generation

3GPP
Third Generation Partnership Project
5G
5th Generation
5GC
Fifth Generation Core network
5GS
5G System
8-PSK
8-state Phase Shift Keying

A

[...]

AFC
Automatic Frequency Control

AGCH
Access Grant Channel
AGV
Automated Guided Vehicle
Ai
Action indicator

AI
Acquisition Indicator

AICH
Acquisition Indicator Channel

AID
Application IDentifier

AIUR
Air Interface User Rate

AK
Anonymity Key

AKA
Authentication and Key Agreement

AKI
Asymmetric Key Index

ALCAP
Access Link Control Application Protocol

ALSI
Application Level Subscriber Identity

ALW
ALWays

AM
Acknowledged Mode
AMF
Authentication Management Field

AMN
Artificial Mains Network

AMR
Adaptive Multi Rate

AMR-WB
Adaptive Multi Rate Wide Band

AN
Access Network

ANP
Access Network Provider

AoC
Advice of Charge

AoCC
Advice of Charge Charging

AoCI
Advice of Charge Information 

AP
Access preamble

APDU
Application Protocol Data Unit

API
Application Programming Interface

APN
Access Point Name
AR
Augmented Reality
ARFCN
Absolute Radio Frequency Channel Number

ARP
Address Resolution Protocol

ARQ
Automatic Repeat ReQuest

ARR
Access Rule Reference

[...]

D

DAC
Digital to Analog Converter

DAD
Destination ADress

DAM
DECT Authentication Module

DB
Dummy Burst

DC
Dedicated Control (SAP)


Direct Current

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCE
Data Circuit terminating Equipment

DCF
Data Communication Function

DCH
Dedicated Channel 

DCI
Downlink Control Information

DCK
Depersonalisation Control Key
DCN
Data Communication Network

DCS
Data Coding Scheme

DCS1800
Digital Cellular Network at 1800MHz

DC-HSDPA
Dual Cell HSDPA

DDI
Direct Dial In
DDoS
Distributed Denial of Service
DECT
Digital Enhanced Cordless Telecommunications

DET
Detach 

DES
Data Encryption Standard

DF
Dedicated File

DFT
Discrete Fourier Transformation

DHCP
Dynamic Host Configuration Protocol

DHO
Diversity Handover

diff-serv
Differentiated services

DISC
Disconnect

DL
Data Layer


Downlink (Forward Link)

DLCI
Data Link Connection Identifier

DLD
Data Link Discriminator

DL-SCH
Downlink Shared channel

Dm
Control channel (ISDN terminology applied to mobile service)

DMR
Digital Mobile Radio

DMTF
Distributed Management Task Force

DN
Destination Network

DNIC
Data Network Identifier

DNS
Directory Name Service

DO
Data Object

DP
Dial/Dialled Pulse

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DRAC
Dynamic Resource Allocation Control

DRB
Data Radio Bearer

DRNC
Drift Radio Network Controller

DRNS
Drift RNS 

DRX
Discontinuous Reception

DS-CDMA
Direct-Sequence Code Division Multiple Access

DSAC
Domain Specific Access Control 

DSCH
Downlink Shared Channel 

DSE
Data Switching Exchange

DSI
Digital Speech Interpolation

DSS1
Digital Subscriber Signalling No1

DTAP
Direct Transfer Application Part

DTCH
Dedicated Traffic Channel

DTE
Data Terminal Equipment

DTMF
Dual Tone Multiple Frequency

DTT
Digital Terrestrial Television

DTX
Discontinuous Transmission

DUT
Device Under Test

DwPTS
Downlink Pilot Timeslot

E

E-CID
Enhanced Cell-ID (positioning method)

E-GGSN
Enhanced GGSN

E-HLR
Enhanced HLR

E-RAB
E-UTRAN Radio Access Bearer

E-SMLC
Enhanced Serving Mobile Location Centre

E-TM
E-UTRA Test Model
E2E
End-to-End
EA
External Alarms
EAB
Extended Access Barring

EAP
Extensible Authentication Protocol
EARFCN
E-UTRA Absolute Radio Frequency Channel Number

EBSG
Elementary Basic Service Group 

ECB
Electronic Code-book 
ECC
Emergency Call Code


Elliptic Curve Cryptography

ECEF
Earth Centred, Earth Fixed

EC-EGPRS
Extended Coverage EGPRS [deprecated: replaced by EC-GSM-IoT]

ECGI
E-UTRAN Cell Global Identifier

EC-GSM-IoT
Extended Coverage GSM Internet of Things

ECI
Earth-Centered-Inertial

ECM
Error Correction Mode (facsimile)


EPS Connection Management

Ec/No
Ratio of energy per modulating bit to the noise spectral density

ECSD
Enhanced CSD

ECT
Explicit Call Transfer supplementary service

ECTRA
European Committee of Telecommunications Regulatory Affairs

EDC
Error Detection Code byte

EDGE
Enhanced Data rates for GSM Evolution

eDRX
Extended Discontinous Reception

EEL
Electric Echo Loss 

EF
Elementary File (on the UICC)

EFR
Enhanced Full Rate

EFS
Error free seconds

EGPRS
Enhanced GPRS

EHPLMN
Equivalent Home PLMN

EIR
Equipment Identity Centre


Equipment Identity Register

EIRP
Equivalent Isotropic Radiated Power

EL
Echo Loss

EF
Elementary File

EM
Element Manager
eMBB
Enhanced MBB
EMC
ElectroMagnetic Compatibility

[...]

G
G-RNTI
GERAN Radio Network Temporary Identity

GAGAN
GPS Aided Geo Augmented Navigation

GBR
Guaranteed Bit Rate

GC
General Control (SAP)

GCR
Group Call Register

GERAN
GSM EDGE Radio Access Network

GGSN
Gateway GPRS Support Node

GID1
Group Identifier (level 1)

GID2
Group Identifier (level 2)

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GMLC
Gateway Mobile Location Centre

GMM
GPRS Mobility Management

GMSC
Gateway MSC

GMSK
Gaussian Minimum Shift Keying
GNSS
Global Navigation Satellite System
GP
Guard Period

[...]

I

I-Block
Information Block

I-ETS
Interim European Telecommunications Standard

I/O
Input/Output

I
Information frames (RLP)

IA
Incoming Access (closed user group SS)

IAM
Initial Address Message

IC
Integrated Circuit


Interlock Code (CUG SS)

IC(pref)
Interlock Code of the preferential CUG

ICB
Incoming Calls Barred (within the CUG)

ICC
Integrated Circuit Card 

ICCID
Integrated Circuit Card Identification

ICD
Interface Control Document

ICGW
Incoming Call Gateway 

ICI
Incoming Call Information

ICIC
Inter-Cell Interference Coordination

ICM
In-Call Modification

ICMP
Internet Control Message Protocol 

ICS
In-Channel Selectivity

ICT
Incoming Call Timer

ID
Identifier

IDFT
Inverse Discrete Fourier Transform

IDL
Interface Definition Language

IDN
Integrated Digital Network

IDNNS
Intra Domain NAS Node Selector

IE
Information Element
IEC
International Electrotechnical Commission 

IED
Information Element Data
IEEE
Institute of Electrical and Electronics Engineers
IEI
Information Element Identifier 

IEIDL
Information Element Identifier Data Length
IETF
Internet Engineering Task Force

IF
Infrastructure 

IFD
Interface Device

IFOM
IP FlOw Mobility

IFS
Information Field Sizes

IFSC
Information Field Size for the UICC

IFSD
Information Field Size for the Terminal

IHOSS
Internet Hosted Octet Stream Service

IIOP
Internet Inter-ORB Protocol

IK
Integrity key

IM
Intermodulation


IP Multimedia

IMA
Inverse Multiplexing on ATM

IMC
IMS Credentials

IMEI
International Mobile Equipment Identity

IMGI
International mobile group identity 

IMPI
IP Multimedia Private Identity

IMPU
IP Multimedia PUblic identity

IMS
IP Multimedia Subsystem

IMSI
International Mobile Subscriber Identity

IMT-2000
International Mobile Telecommunications 2000

IMUN
International Mobile User Number

IN
Intelligent Network


Interrogating Node

INAP
Intelligent Network Application Part

INF
INFormation field
IoT
Internet of Things
IP
Internet Protocol

IP-CAN
IP-Connectivity Access Network

IP-M
IP Multicast

IPv4
Internet Protocol Version 4

IPv6
Internet Protocol Version 6

IR
Infrared

IRP
Integration Reference Point

IS
Interface Specification

ISC
International Switching Centre

ISCP
Interference Signal Code Power

ISDN
Integrated Services Digital Network 

ISIM
IM Services Identity Module
ISO
International Organisation for Standardisation

ISP
Internet Service Provider

ISUP
ISDN User Part
IT
Information Technology
ITC
Information Transfer Capability

ITU
International Telecommunication Union

ITU-R
Radiocommunication Sector of the ITU

IUI
International USIM Identifier 

IUT
Implementation Under Test
IWF
InterWorking Function 

I-WLAN
Interworking WLAN

IWMSC
InterWorking MSC

IWU
Inter Working Unit

[...]

K

k
Windows size

K
Constraint length of the convolutional code


USIM Individual key

kbps
kilo-bits per second

Kc
Ciphering key

Ki
Individual subscriber authentication key
KPI
Key Performance Indicator
KSI
Key Set Identifier

ksps
kilo-symbols per second

L

L1
Layer 1 (physical layer)

L2
Layer 2 (data link layer)

L2ML
Layer 2 Management Link

L2R
Layer 2 Relay

L2R BOP
L2R Bit Orientated Protocol

L2R COP
L2R Character Orientated Protocol

L3
Layer 3 (network layer)

LA
Location Area

LAC
Link Access Control


Location Area Code

LAI
Location Area Identity

LAN
Local Area Network

LAPB
Link Access Protocol Balanced

LAPDm
Link Access Protocol on the Dm channel

LATA
Local Access and Transport Area

LAU
Location Area Update

LB
Load Balancing

LCD
Low Constrained Delay 

LCG
Logical Channel Group

LCN
Local Communication Network

LCP
Link Control Protocol

LCR
Low Chip Rate

LCS
Location Services

LCSC
LCS Client

LCSS
LCS Server

LE
Local Exchange

LEN
LENgth

LI
Language Indication 

Lawful Interception

Length Indicator


Line Identity

LIPA
Local IP Access

LLC
Logical Link Control


Low Layer Compatibility

Lm
Traffic channel with capacity lower than a Bm

LMSI
Local Mobile Station Identity

LMU
Location Measurement Unit

LN
Logical Name

LNA
Low Noise Amplifier

LND
Last Number Dialled

LNS
L2TP Network Server

LPLMN
Local PLMN

LPP
LTE Positioning Protocol

LPPa
LTE Positioning Protocol Annex

LR
Location Register


Location Registration

LSA
Localised Service Area

LSB
Least Significant Bit 

LSTR
Listener SideTone Rating

LTE
Local Terminal Emulator


Long Term Evolution

LTZ
Local Time Zone 

LU
Local Units


Location Update

LV
Length and Value 

M

M
Mandatory

M
Mandatory

MA
Mobile Allocation


Multiple Access

MAC
Medium Access Control (protocol layering context)


Message authentication code (encryption context)

MAC-A
MAC used for authentication and key agreement (TSG T WG3 context)

MAC-I
MAC used for data integrity of signalling messages (TSG T WG3 context)
MACN
Mobile Allocation Channel Number

MAF
Mobile Additional Function

MAH
Mobile Access Hunting supplementary service 

MAHO
Mobile Assisted Handover

MAI
Mobile Allocation Index

MAIO
Mobile Allocation Index Offset

MAP
Mobile Application Part
MBB
Mobile Broadband
MBMS
Multimedia Broadcast and Multicast Service
MBSFN



Multimedia Broadcast multicast service Single Frequency Network

MCC
Mobile Country Code

MCCH
Multicast Control Channel

MCE
Multi-cell/multicast Coordination Entity

MCH
Multicast channel

MCI
Malicious Call Identification supplementary service 

MCML
Multi-Class Multi-Link PPP

Mcps
Mega-chips per second

MCS
Modulation and Coding Scheme

MCU
Media Control Unit

MD
Mediation Device

MDL
(mobile) Management (entity) - Data Link (layer)

MDS
Multimedia Distribution Service

MDT
Minimization of Drive Tests

ME
Maintenance Entity


Mobile Equipment 

MEF
Maintenance Entity Function

MEHO
Mobile evaluated handover

MER
Message Error Ratio

MExE
Mobile Execution Environment

MF
Master File


MultiFrame

MGCF
Media Gateway Control Function

MGCP
Media Gateway Control Part

MGT
Mobile Global Title

MGW
Media GateWay

MHEG
Multimedia and Hypermedia Information Coding Expert Group

MHS
Message Handling System

MIB
Management Information Base


Master Information Block

MIC
Mobile Interface Controller

MIM
Management Information Model

MIMO
Multiple Input Multiple Output

MIP
Mobile IP

MIPS
Million Instructions Per Second

MLC
Mobile Location Centre

MM
Man Machine


Mobility Management


Multimedia

MME
Mobile Management Entity

MMI
Man Machine Interface
mMTC
Massive MTC
MNC
Mobile Network Code
MNO
Mobile Network Operator
MNP
Mobile Number Portability

MO
Mobile Originated

MO-LR
Mobile Originating Location Request 

MO-SMS
Mobile Originated Short Message Service

MOHO
Mobile Originated Handover

MOS
Mean Opinion Score

MoU
Memorandum of Understanding

MP
Multi-link PPP

MPEG
Moving Pictures Experts Group 

MPH
(mobile) Management (entity) - PHysical (layer) [primitive]

MPTY
MultiParTY 

MRF
Media Resource Function

MRP
Mouth Reference Point

MS
Mobile Station

MSA
MCH Subframe Allocation

MSB
Most Significant Bit

MSC
Mobile Switching Centre

MSCM
Mobile Station Class Mark

MSCU
Mobile Station Control Unit

MSD
Maximum Sensitivity Degradation

MSE
MExE Service Environment

MSID
Mobile Station Identifier

MSD
Maximum Sensitivity Degradation

MSI
MCH Scheduling Information

MSIN
Mobile Station Identification Number

MSISDN
Mobile Subscriber ISDN Number

MSP
Multiple Subscriber Profile

MSR
Multi-Standard Radio

MSRN
Mobile Station Roaming Number

MT
Mobile Terminated


Mobile Termination

MTC
Machine-Type Communications

MTCH
Multicast Traffic Channel

MT-LR
Mobile Terminating Location Request 

MT-SMS
Mobile Terminated Short Message Service

MTM
Mobile-To-Mobile (call)

MTP
Message Transfer Part

MTP3-B
Message Transfer Part level 3

MTU
Maximum Transfer Unit

MU
Mark Up

MUI
Mobile User Identifier 

MUMS
Multi User Mobile Station 

MVNO
Mobile Virtual Network Operator

[...]

N

NACC
Network Assisted Cell Change

NACK
Negative Acknowledgement

NAD
Node Address byte

NAI
Network Access Identifier

NAS
Non-Access Stratum

NBAP
Node B Application Part 
NB
Normal Burst

NCELL
Neighbouring (of current serving) Cell

NBAP
Node B Application Part 
NBIN
A parameter in the hopping sequence 

NCC
Network (PLMN) Colour Code

NCH
Notification CHannel 

NCK
Network Control Key

NCP
Network Control Protocol

NDC
National Destination Code

NDUB
Network Determined User Busy 

NE
Network Element

NEF
Network Element Function

NEHO
Network evaluated handover

NET
NETwork

NEV
NEVer

NF
Network Function

NGCN
Next Generation Corporate Network (TSs originating pre-Release-15)
Next Generation Core Network (TSs originating Release 15 onwards)

NGMN
Next Generation Mobile Networks

NI-LR
Network Induced Location Request

NIC
Network Independent Clocking

NITZ
Network Identity and Time Zone

[...]

Q

QA
Q (Interface) - Adapter 

QAF
Q - Adapter Function

QAM
Quadrature Amplitude Modulation

QCI
QoS Class Identifier
QoE
Quality of Experience
QoS
Quality of Service

QPSK
Quadrature (Quaternary) Phase Shift Keying

QZSS
Quasi-Zenith Satellite System

[...]

T

T-SGW
Transport Signalling Gateway

T
Timer


Transparent


Type only 

TA
Terminal Adaptation


Timing Advance


Tracking Area

TAC
Type Approval Code

TAF
Terminal Adaptation Function 

TAR
Toolkit Application Reference

TB
Transport Block

TBD
To Be Defined

TBF
Temporary Block Flow

TBR
Technical Basis for Regulation

TC
Transaction Capabilities


TransCoder


Transmission Convergence

TCH
Traffic Channel

TCH/F
A full rate TCH

TCH/F2,4
A full rate data TCH (≤2,4kbit/s)

TCH/F4,8
A full rate date TCH (4,8kbit/s)

TCH/F9,6
A full rate data TCH (9,6kbit/s)

TCH/FS
A full rate Speech TCH

TCH/H
A half rate TCH

TCH/H2,4
A half rate data TCH (≤2,4kbit/s)

TCH/H4,8
A half rate data TCH (4,8kbit/s)

TCH/HS
A half rate Speech TCH

TC-TR
Technical Committee Technical Report 

TCI
Transceiver Control Interface

TCP
Transmission Control Protocol

TD-CDMA
Time Division-Code Division Multiple Access

TDD
Time Division Duplex(ing)

TDMA
Time Division Multiple Access

TDoc
Temporary Document

TE
Terminal Equipment

TE9
Terminal Equipment 9 (ETSI sub-technical committee)

Tei
Terminal endpoint identifier

TEID
Tunnel End Point Identifier

TF
Transport Format

TFA
TransFer Allowed

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator 

TFCS
Transport Format Combination Set
TFI
Transport Format Indicator


Temporary Flow Identity

TFIN
Transport Format INdicator

TFP
TransFer Prohibited

TFS
Transport Format Set

TFT
Traffic Flow Template

TI
Transaction Identifier

TLLI
Temporary Logical Link Identity

TLM
TeLeMetry word

TLS
Transport Layer Security

TLV
Tag Length Value

TM
Telecom Management


Transparent Mode

TMA
Tower Mounted Amplifier

TMAAP
Tower Mounted Amplifier application part

TMF
Telecom Management Forum

TMN
Telecom Management Network

TMSI
Temporary Mobile Subscriber Identity

TN
Termination Node


Timeslot Number

TNL
Transport Network Layer

TO
Telecom Operations Map

TOA
Time of Arrival

TON
Type Of Number

TP
Third Party

TPC
Transmit Power Control

TPDU
Transfer Protocol Data Unit

TR
Technical Report

TRAU
Transcoder and Rate Adapter Unit

TrCH
Transport Channel

TRX
Transceiver

TS
Technical Specification


Teleservice


Time Slot

TSC
Training Sequence Code

TSDI
Transceiver Speech & Data Interface 

TSG
Technical Specification Group
TSN
Time-Sensitive Networking
TSTD
Time Switched Transmit Diversity

[...]

U

U-plane
User plane

U-RNTI
UTRAN Radio Network Temporary Identity

UARFCN
UTRA Absolute Radio Frequency Channel Number

UARFN
UTRA Absolute Radio Frequency Number

UART
Universal Asynchronous Receiver and Transmitter

UAV
Unmanned Aerial Vehicle

UCS2
Universal Character Set 2

UDD
Unconstrained Delay Data

UDI
Unrestricted Digital Information

UDP
User Datagram Protocol

UDUB
User Determined User Busy

UDCH
User-plane Dedicated CHannel

UE
User Equipment

UER
User Equipment with ODMA relay operation enabled

UEM
operating band Unwanted Emissions Mask

UHD
Ultra-High Definition

UI
User Interface


Unnumbered Information (Frame) 

UIA
3G Integrity Algorithm

UIC
Union Internationale des Chemins de Fer

UL
Uplink (Reverse Link)

UL-SCH
Uplink Shared channel

UM
Unacknowledged Mode

UML
Unified Modelling Language

UMS
User Mobility Server

UMSC
UMTS Mobile Services Switching Centre

UMTS
Universal Mobile Telecommunications System

UNI
User-Network Interface

UP
User Plane

UPCMI
Uniform PCM Interface (13-bit)

UPE
User Plane Entity

UPD
Up to date

UpPTS
Uplink Pilot Timeslot

UPT
Universal Personal Telecommunication

URA
User Registration Area


UTRAN Registration Area

URAN
UMTS Radio Access Network

URB
User Radio Bearer

URI
Uniform Resource Identifier

URL
Uniform Resource Locator 
URLLC
Ultra-Reliable Low Latency Communication
USAT
USIM Application Toolkit

USB
Universal Serial Bus

USC
UE Service Capabilities

USCH
Uplink Shared Channel

USF
Uplink State Flag

USIM
Universal Subscriber Identity Module

USSD
Unstructured Supplementary Service Data

UT
Universal Time

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network 

UUI
User-to-User Information

UUS
Uu Stratum 


User-to-User Signalling 

V

V
Value only
V2X
Vehicle-to-Everything
VA
Voice Activity factor

VAD
Voice Activity Detection

VAP
Videotex Access Point

VASP
Value Added Service Provider

VBR
Variable Bit Rate

VBS
Voice Broadcast Service

VC
Virtual Circuit

VGCS
Voice Group Call Service

VHE
Virtual Home Environment
VLAN
Virtual LAN
VLR
Visitor Location Register

VMSC
Visited MSC

VoIP
Voice Over IP

VPLMN
Visited Public Land Mobile Network

VPN
Virtual Private Network
VR
Virtual Reality
VRB
Virtual Resource Block

VSC
Videotex Service Centre

V(SD)
Send state variable

VTX host
The components dedicated to Videotex service

[...]
******************* End of change ******************

