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<<<<<<<<<<<<<<<<<<<<<<<<<< START OF FIRST CHANGE >>>>>>>>>>>>>>>>>>>>>>>>>>>>
  
[bookmark: _Toc4503866]6.2.2.2.2	Registration
The IRI-POI in the AMF shall generate an xIRI containing an AMFRegistration record when the IRI-POI present in the AMF detects that a UE matching one of the target identifiers provided via LI_X1 has successfully registered to the 5GS via 3GPP NG-RAN or non-3GPP access. Accordingly, the IRI-POI in the AMF generates the xIRI when one of the following events are detected:
-	AMF sends a N1: REGISTRATION ACCEPT message to the target UE and the UE 5G Mobility Management (5GMM) state for the access type (3GPP NG-RAN or non-3GPP access) within the AMF is changed to 5GMM-REGISTERED.
Table 6.2.2-1: Payload for AMFRegistration record
	Field name
	Description
	M/C/O

	registrationType
	Specifies the type of registration, see TS 24.501 [13] clause 9.11.3.7. This is derived from the information received from the UE in the REGISTRATION REQUEST message.
	M

	registrationResult
	Specifies the result of registration, see TS 24.501 [13] clause 9.11.3.6.
	M

	slice
	Provide, if available, one or more of the following: 
· allowed NSSAI (see TS 24.501 [13] clause 9.11.3.37).
· configured NSSAI (see TS 24.501 [13] clause 9.11.3.37).
· rejected NSSAI (see TS 24.501 [13] clause 9.11.3.46).
This is derived from the information sent to the UE in the REGISTRATION ACCEPT message.
	C

	sUPI
	SUPI associated with the registration (see clause 6.2.2.4).
	M

	sUCI
	SUCI used in the registration, if available.
	C

	pEI
	PEI provided by the UE during the registration, if available.
	C

	gPSI
	GPSI obtained in the registration, if available as part of the subscription profile.
	C

	gUTI
	5G-GUTI provided as outcome of initial registration or used in other cases, see TS 24.501 [13] clause 5.5.1.2.2.
	M

	location
	Location information determined by the network during the registration, if available.
Encoded as a userLocation parameter (location>locationInfo>userLocation), see Annex A.
	C

	non3GPPAccessEndpoint
	UE's local IP address used to reach the N3IWF, if available. IP addresses are given as 4 octets (for IPv4) or 16 octets (for IPv6) with the most significant octet first (network byte order).
	C
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