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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 33.310: "Network Domain Security (NDS); Authentication Framework (AF)".
[3]	3GPP TS 23.222: "Common API Framework for 3GPP Northbound APIs".
[4]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[5]	IETF RFC 6750: "The OAuth 2.0 Authorization Framework: Bearer Token Usage".
[6]	IETF RFC 7519: "JSON Web Token (JWT)".
[7]	IETF RFC 7515: "JSON Web Signature (JWS)".
[8]	3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA)".
[9]	IETF RFC 5246: "The Transport Layer Security (TLS) Protocol Version 1.2".
[X]	3GPP TS 33.210: “3G security; Network Domain Security (NDS); IP network layer security”.
***** Next Change *****
6.X	Security procedures for CAPIF-3e/4e/5e reference points
To ensure security of the interfaces between CAPIF entities between different trusted domains (CCF domain and API Provider Domain), namely CAPIF-3e, CAPIF-4e, and CAPIF-5e:
-	3GPP TS 33.210 [X] shall be applied to secure messages on the reference points specified otherwise; and
-	3GPP TS 33.310 [2] may be applied regarding the use of certificates with the security mechanisms of 3GPP TS 33.210 [X] unless otherwise specified in the present document. 
SEG as specified in 3GPP TS 33.210 [X] may be used in the trusted domain to terminate the IPsec tunnel.
***** End of Change *****

