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Beginning of changes
[bookmark: _Toc5026134][bookmark: _Toc524946429]5.4.6.2	Core Network assisted RAN parameters tuning
Core Network assisted RAN parameters tuning aids the RAN to minimize the UE state transitions and achieve optimum network behaviour. How the RAN uses the CN assistance information is not defined in this specification.
Core Network assisted RAN parameters tuning may be derived by the AMF per UE in the AMF based on collection of UE behaviour statistics and/or other available information about the expected UE behaviour (such as subscribed DNN, SUPI ranges, or other information). If the AMF maintains Expected UE Behaviour parameters, Network Configuration parameters (as described in clause 4.15.6.3 or 4.15.6.3a, TS 23.502 [3]) or SMF derived CN assisted RAN parameters tuning, the AMF may use this information for selecting the CN assisted RAN parameter values. If the AMF is able to derive the Mobility Pattern of the UE (as described in clause 5.3.4.2), the AMF may take the Mobility Pattern information into account when selecting the CN assisted RAN parameter values.
The SMF uses the SMF-Associated parameters (e.g. Expected UE Behaviour parameters or Network Configuration parameters of the UE) to derive the SMF derived CN assisted RAN parameters tuning. The SMF sends the SMF derived CN assisted RAN parameters tuning to the AMF during the PDU Session establishment procedure and if the SMF-Associated parameters change the PDU Session modification procedure is applied. The AMF stores the SMF derived CN assisted RAN parameters tuning in the PDU Session level context. The AMF uses the SMF derived CN assisted RAN parameters tuning to determine a PDU Session level "Expected UE activity behaviour" parameters set, which may be associated with a PDU Session ID, as described below in this clause.
The Expected UE Behaviour parameters or the Network Configuration parameters can be provisioned by external party via the NEF to the AMF or SMF, as described in clause 5.20.
The CN assisted RAN parameters tuning provides the RAN with a way to understand the UE behaviour for these aspects:
-	"Expected UE activity behaviour", i.e. the expected pattern of the UE's changes between CM-CONNECTED and CM-IDLE states or the duration of CM-CONNECTED state. This may be derived e.g. from the statistical information, or Expected UE Behaviour or from subscription information. The AMF derives one or more sets of the "Expected UE activity behaviour" parameters for the UE as follows:
-	A UE level of "Expected UE activity behaviour" parameters set considering the Expected UE Behaviour parameters or Network Configuration parameters received from the UDM (see clauses 4.15.6.3 or 4.15.6.3a of TS 23.502 [3]) and the SMF derived CN assisted RAN parameters tuning associated with a PDU Session using Control Plane CIoT 5GS OptimizationsOptimisation. This set of "Expected UE activity behaviour" is not associated with a PDU Session ID; and
-	One or more sets of PDU Session level "Expected UE activity behaviour" parameters considering the SMF derived CN assisted RAN parameters tuning associated with a PDU Session when the PDU Session is activated. The PDU Session level "Expected UE activity behaviour" set is associated with a PDU Session ID;
-	"Expected HO behaviour", i.e. the expected interval between inter-RAN handovers. This may be derived by the AMF e.g. from the Mobility Pattern information;
-	"Expected UE mobility", i.e. whether the UE is expected to be stationary or mobile. This may be derived e.g. from the statistical information or Expected UE Behaviour parameters or from subscription information;
-	"Expected UE moving trajectory" which may be derived e.g. from the statistical information or Expected UE Behaviour parameters or from subscription information; or
-	"UE Differentiation Information" including the Expected UE Behaviour parameters excluding the Expected UE moving trajectory (see clause 4.15.6.3 of TS 23.502 [3]) to support Uu operation optimisation for NB-IoT UE differentiation if the RAT type is NB-IoT.
The AMF decides when to send this information to the RAN as "Expected UE activity behaviour" carried in N2 request over the N2 interface (see TS 38.413 [34]).
NOTE:	The calculation of the CN assistance information, i.e. the algorithms used and related criteria, and the decision when it is considered suitable and stable to send to the RAN are vendor specific.
Next Change
[bookmark: _Toc5026246]5.8.2.11.4	QoS Enforcement Rule
The following table describes the QoS Enforcement Rule (QER) that defines how a packet shall be treated in terms of bit rate limitation and packet marking for QoS purposes. All Packet Detection Rules that refer to the same QER share the same QoS resources, e.g. MFBR.
Table 5.8.2.11.4-1: Attributes within QoS Enforcement Rule
	Attribute
	Description
	Comment

	N4 Session ID
	Identifies the N4 session associated to this QER
	

	Rule ID
	Unique identifier to identify this information.
	

	QoS Enforcement Rule correlation ID (NOTE 1)
	An identity allowing the UP function to correlate multiple Sessions for the same UE and APN.
	Is used to correlate QoS Enforcement Rules for APN-AMBR enforcement.

	Gate status UL/DL
	Instructs the UP function to let the flow pass or to block the flow.
	Values are: open, close, close after measurement report (for termination action "discard").

	Maximum bitrate
	The uplink/downlink maximum bitrate to be enforced for the packets.
	This field may e.g. contain any one of:
-	APN-AMBR (for a QER that is referenced by all relevant Packet Detection Rules of all PDN Connections to an APN) (NOTE 1).
-	Session-AMBR (for a QER that is referenced by all relevant Packet Detection Rules of the PDU Session)
-	QoS Flow MBR (for a QER that is referenced by all Packet Detection Rules of a QoS Flow)
-	SDF MBR (for a QER that is referenced by the uplink/downlink Packet Detection Rule of a SDF)
-	Bearer MBR (for a QER that is referenced by all relevant Packet Detection Rules of a bearer) (NOTE 1).

	Guaranteed bitrate
	The uplink/downlink guaranteed bitrate authorized for the packets.
	This field contains:
-	QoS Flow GBR (for a QER that is referenced by all Packet Detection Rules of a QoS Flow)
-	Bearer GBR (for a QER that is referenced by all relevant Packet Detection Rules of a bearer) (NOTE 1).

	Averaging window
	The time duration over which the Maximum and Guaranteed bitrate shall be calculated.
	This is for counting the packets received during the time duration.

	Down-link flow level marking
	Flow level packet marking in the downlink.
	For UPF, this is for controlling the setting of the RQI in the encapsulation header as described in clause  5.7.5.3.

	Packet rate (NOTE 1)
	Number of packets per time interval to be enforced.
	This field contains any one of:
-	downlink packet rate for Serving PLMN Rate Control (the QER is referenced by all PDRs of the UE belonging to PDN connections using CIoT EPS OptimizationsOptimisations as described in TS 23.401 [26]).
-	uplink/downlink packet rate for APN Rate Control (the QER is referenced by all PDRs of the UE belonging to PDN connections to the same APN using CIoT EPS OptimizationsOptimisations as described in TS 23.401 [26]).

	NOTE 1:	This parameter is only used for interworking with EPC.




Next Change
[bookmark: _Toc5026452]5.31.4	Control Plane CIoT 5GS Optimisation
5.31.4.1	General
The Control Plane CIoT 5GS Optimisation is used to exchange user data between the UE and the SMF as payload of a NAS message in both uplink and downlink directions, avoiding the establishment of a user plane connection for the PDU Session. The UE and the AMF perform integrity protection and ciphering for the user data by using NAS PDU integrity protection and ciphering. For IP and Ethernet data, the UE and the SMF may negotiate and perform header compression.
UE and AMF negotiate support and use of Control Plane CIoT 5GS Optimisation as defined in clause 5.31.2. When the Control Plane CIoT 5GS Optimisation feature is used and the PDU session type is unstructured, the SMF selects either NEF or UPF based on information in the UE's subscription.
If UE and network have negotiated support and use of Control Plane CIoT 5GS Optimisation then the following paragraphs of this clause apply.
During the PDU Session Establishment procedure the AMF indicates to the SMF Control Plane CIoT 5GS Optimisation is available for data transmission.
During the PDU Session Establishment procedure the AMF also determines based on local policy whether a new PDU session shall only use the Control Plane CIoT 5GS Optimisation (i.e. that a user-plane connection shall never be established for the new PDU session). If a PDU session shall only use Control Plane CIoT 5GS Optimisation, the AMF provides a Control Plane Only Indicator to the SMF during the PDU session establishment. The SMF provides the Control Plane Only Indicator in the Session Management Request to the UE. A UE and SMF receiving the Control Plane Only Indicator for a PDU session shall always use the Control Plane CIoT 5GS Optimisation for this PDU session.
The following rules apply for the use of the Control Plane Only Indicator during PDU session establishment:
-	If N3 data transfer was not successfully negotiated, all PDU sessions shall include Control Plane Only Indicator.
-	For a new PDU session of type unstructured towards a DNN/S-NSSAI for which the subscription includes a NEF Identity for NIDD (i.e. for a PDU session which will be anchored in NEF), the AMF shall always include the Control Plane Only Indicator.
-	For a new PDU session towards a DNN/S-NSSAI for which the subscription does not include a NEF Identity for NIDD (i.e. for a PDU session which will be anchored in UPF) and that supports interworking with EPS based on the subscription data defined in TS 23.502 [3]:
-	for the first PDU Session the AMF determines based on local policy whether to include the Control Plane Indicator or not;
-	if the AMF previously included a Control Plane Only Indicator for PDU sessions that support interworking with EPS based on the subscription data defined in TS 23.502 [3] and that are anchored in UPF, the AMF shall include it also for the new PDU session;
-	if the AMF previously did not include a Control Plane Only Indicator for any of the PDU sessions that support interworking with EPS based on the subscription data defined in TS 23.502 [3] and that are anchored in UPF, the AMF shall not include it for the new PDU session.
-	For a new PDU session towards a DNN/S-NSSAI for which the subscription does not include a NEF Identity for NIDD (i.e. for a PDU session which will be anchored in UPF) and that does not support interworking with EPS based on the subscription data defined in TS 23.502 [3], AMF determines individually per PDU session whether to include the Control Plane Only Indicator or not.
If the UE and AMF negotiate support and use of Control Plane CIoT 5GS Optimisation as defined in clause 5.31.2, the UE may initiate service request procedure for Control Plane CIoT 5GS Optimisation as described in TS 23.502 [3] for small data transmission. The UE may request to activate user plane resources for one or more PDU sessions for which Control Plane Only Indicator was not received as described in clause 5.31.4.2.
The SMF decides during service request procedure for Control Plane CIoT 5GS Optimisation, based on UE request, whether to activate user plane resources or not for each PDU session for which Control Plane Only Indicator was not indicated.
In CM-CONNECTED, the UE uses N3 delivery for PDU sessions for which user plane resources are established, and uses NAS for data transmission for PDU sessions for which user plane resources are not established.
Early Data Transmission may be initiated by the UE for mobile originated Control Plane CIoT 5GS Optimisation.
Next change
[bookmark: _Toc5026469]5.31.14	Support of rate control of user data
[bookmark: _Toc5026470]5.31.14.1	General
The rate of user data sent to and from a UE (e.g. a UE using CIoT 5GS Optimisations) can be controlled in two different ways:
-	Serving PLMN Rate Control
-	Small Data Rate Control
Serving PLMN Rate Control is intended to allow the Serving PLMN to protect its AMF and the Signalling Radio Bearers in the NG-RAN from the load generated by NAS Data PDUs.
Small Data Rate Control is intended to allow HPLMN operators to offer customer services such as "maximum of Y messages per day".
NOTE:	Existing Session-AMBR mechanisms are not suitable for such a service since, for radio efficiency and UE battery life reasons, an AMBR of e.g. > 100kbit/s is desirable and such an AMBR translates to a potentially large daily data volume.
The SMF in the visited PLMN may send the Small Data rate control parameter for an emergency PDU session.

End of changes

