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	Reason for change:
	It is beneficial for deployments to avoid the  need to coordinate the CN identifiers between AMFs and MMEs 
To avoid that then NG-RAN/eNB needs to be aware of which GUAMI/GUMMEI values are mapped and which are native during configuration of the NG-RAN/gNB and the AMFs/MMEs.
Also, there should be no need to coordinate GUMMEI values originating from 3G as mapped GUMMEIs from the GUMMEIs mapped from 5G.

	
	

	Summary of change:
	If MME needs to send both served GUMMEIs mapped from 3G and mapped from 5G in release 16, it sends them to eNB by separating the GUMMEIs mapped from 5G from other mapped GUMMEIs.

If the AMF needs to send to NG-RAN both native and mapped from EPS served GUAMIs in release 16, it sends them by separating the natives from those mapped from EPS.
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[bookmark: _Toc532891518]*** BEGIN CHANGES ***
[bookmark: _Toc5026145]4.11.0a.X	Network Configuration
To avoid the need for identifier coordination between MMEs, AMFs and SGSNs, the MME provides to the eNB its served GUMMEIs by separating the values between native MME GUMMEI values, values mapped from AMF, and values mapped from SGSN.

*** NEXT CHANGE ***
4.11.5.X	Network Configuration
To avoid the need for identifier coordination between AMFs and MMEs, the AMF provides to the NG-RAN its served GUAMIs by separating the values between native AMF values and the values mapped from MME.


*** END OF CHANGES ***
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