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[bookmark: _Toc10799718][bookmark: _Toc4506615]B.2.2.1	Definition of Interworking charging information
The charging information defined in clause 6.2.1 is used for interworking with EPC scenario.
The specific information used for PS charging when UE is connected to P-GW+SMF via EPC is provided within the PDU session charging Information, as defined in clause 6.2.1.2, with the following difference:
Table B.2.2.1.X-1: Charging Information additional field
	Information Element
	Category
	Description

	multipleQFIcontainer
	OC
	This field holds the containers associated to a charging condition change on an IP-CAN bearer. This is included when triggers conditions are met (Qos change, tariff time change ...).
It may occur several times.



	Next change


[bookmark: _Toc10799719]B.2.2.2	Detailed message format for Interworking charging
The message format defined in clause 6.2.2 is used for interworking with EPC scenario.
The supported fields in table 6.2.2.1 for the converged charging message shall apply to the P-GW+SMF for the applicable fields, with the difference that SMF is replaced by P-GW+SMF, and the table B.2.2.2-1 describes the reuse and extension of Multiple QFI Container for interworking. 
[bookmark: _GoBack]Table B.2.2.2-1: Reuse the MultipleQFIContainer fields for Interworking
	Information Element for 5G Data connectivity
	Information Element for Interworking 
	Corresponding to 32.298 [51]

	Multiple QFI Container
	Yes
	Traffic data volumes

	Triggers
	Yes
	Change condition

	Trigger Timestamp
	Yes
	Change Time

	Time
	No
	-

	Total Volume
	No
	-

	Uplink Volume
	Yes
	Data Volume Uplink

	Downlink Volume
	Yes
	Data Volume Downlink  

	Local Sequence Number
	No
	-

	QFI Container Information
	Yes
	-

	QFI
	No
	-

	Time of First Usage
	No
	-

	Time of Last Usage
	No
	-

	QoS Information
	Yes
	EPC QoS Information

	User Location Information
	Yes
	User Location Information

	UE Time Zone
	No
	-

	Presence Reporting Area Information
	Yes
	Presence Reporting Area Status  

	RAT Type
	Yes
	RAT Type  

	Serving Network Function ID
	No
	-

	3GPP PS Data Off Status
	No
	-

	-
	3GPP Charging Id
	Charging Id

	-
	Enhanced Diagnostics
	Enhanced Diagnostics

	-
	Diagnostics
	Diagnostics

	-
	No
	UWAN User Location Information

	-
	No
	User CSG information

	-
	No
	Access Availability Change Reason

	-
	No
	Related Change of Charging Condition

	-
	No
	CP CIoT EPS optimisation indicator

	-
	No
	Serving PLMN Rate Control
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