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---------------------------------- change  #1 -----------------------------------
5.2
Periodic deterministic communication

Periodic deterministic communication is periodic with stringent requirements on timeliness and availability of the communication service. A transmission occurs every transfer interval. A description of periodic deterministic communication can be found in Clauses 4.3 and 4.4. Additional information on the underlying use cases of the sets of requirements in Table 5.2-1 can be found in Annex A. Further information on characteristic parameters and influence quantities used in Table 5.2-1 can be found in Annex C. 

The 5G system shall be able to provide periodic deterministic communication with the service performance requirements reported in Table 5.2-1.

Table 5.2-1: Periodic deterministic communication service performance requirements

	Characteristic parameter
	Influence quantity
	

	Communica​tion service availability: target value (note 1)
	Communication service reliability: mean time between failures
	End-to-end latency: maximum (note 2)
	Service bit rate: user experienced data rate
	Message size [byte]
	Transfer interval: target value
	Survival time
	UE 
speed
	# of UEs
	Service area 
(note 3)
	Remarks

	99,999 % to 99,99999 %
	~ 10 years


	< transfer interval value
	–
	50
	500 μs 
	500 μs
	≤ 75 km/h
	≤ 20
	50 m x 10 m x 10 m
	Motion control (A.2.2.1)

	99,9999 % to 99,999999 %
	~ 10 years
	< transfer interval value
	–
	40
	1 ms 
	1 ms
	≤ 75 km/h
	≤ 50
	50 m x 10 m x 10 m
	Motion control (A.2.2.1)

	99,9999 % to 99,999999 %
	~ 10 years
	< transfer interval value
	–
	20
	2 ms 
	2 ms
	≤ 75 km/h
	≤ 100
	50 m x 10 m x 10 m
	Motion control (A.2.2.1)

	99,9999 %
	–
	< 5 ms
	1 kbit/s (steady state)
1,5 Mbit/s (fault case)
	< 1500
	< 60 s 
(steady state)
≥ 1 ms (fault case)
	TBD
	stationary
	20
	30 km x 20 km
	Electrical Distribution – Dis​tributed automated switch​ing for isolation and service restoration (A.4.4); (note 5) 

	99,9999 % to 99,999999 %
	~ 10 years
	< transfer interval value
	
	1 k
	≤ 10 ms
	10 ms
	-
	5 to 10
	100 m x 30 m x 10 m
	Control-to-control in motion control (A.2.2.2); (note 9)

	99,9999 % to 99,999999 %
	~ 10 years
	< transfer interval value
	
	1 k
	≤ 50 ms
	50 ms
	-
	5 to 10
	1000 m x 30 m x 10 m
	Control-to-control in motion control (A.2.2.2); (note 9)

	> 99,9999 %
	~ 10 years
	< transfer interval value
	–
	40 to 250
	1 ms to 50 ms (note 6) (note 7)
	transfer interval value
	≤ 50 km/h
	≤ 100
	≤ 1 km2
	Mobile robots (A.2.2.3)

	… …


---------------------------------- change  #2 -----------------------------------
5.6.2
Clock synchronisation service performance requirements

Table 5.6.2-1: Clock synchronization service performance requirements
	User-specific clock synchronicity accuracy level 
	Number of devices in one Communication group for clock synchronisation
	Clock synchronicity requirement 
	Service area 
	Scenario

	1
	Up to 300 UEs
	< 1 µs
	≤ 100 m x 100 m
	· Motion control

· Control-to-control communication for industrial controller

	2
	Up to 300 UEs
	< 1 µs
	≤ 1000 m x 100 m
	· Control-to-control communication for industrial controller

	3
	Up to 10 UEs
	< 10 µs
	≤ 2500 m2
	· High data rate video streaming


	4
	Up to 100 UEs
	< 1 µs
	< 20 km2
	· Smart Grid: synchronicity between PMUs


---------------------------------- change  #3 -----------------------------------

A.2.2.2
Control-to-control communication

Control-to-control communication, i.e., the communication between different industrial controllers is already used today for different use cases, such as:

- 
large machines (e.g., newspaper printing machines), where several controls are used to cluster machine functions, which need to communicate with each other; these controls typically need to be synchronised and exchange real-time data;

-
individual machines that are used for fulfilling a common task (e.g., machines in an assembly line) often need to communicate, for example for controlling and coordinating the handover of work pieces from one machine to another.

Typically, a control-to-control network has no fixed configuration of certain controls that need to be present. The control nodes present in the network often vary with the status of machines and the manufacturing plant. Therefore, hot-plugging support for different control nodes is important and often used.
Table A.2.2.2-1: Service performance requirements for control-to control communication in motion control
	Use case #
	Characteristic parameter
	Influence quantity

	
	Communication service availability: target value in %
	Communication service reliability: mean time between failures
	End-to-end latency: maximum
	Message size [byte]
	Transfer interval
	Survival time
	UE speed
	# of UEs
	Service area (note 1)

	1

(note 2)
	99,9999 to 99,999999
	~ 10 years
	< transfer interval value
	1 k
	≤ 10 ms
	10 ms
	stationary
	5 to 10
	100 m x 30 m x 10 m

	2

(note 2)
	99,9999 to 99,999999
	~ 10 years
	< transfer interval value
	1 k
	≤ 50 ms
	50 ms
	stationary
	5 to 10
	1000 m x 30 m x 10 m

	NOTE 1:
Length x width x height.
NOTE 2:
Communication may include two wireless links (UE to UE)


Use case one

Control-to-control communication between different motion (control) subsystems, as addressed in Subclause A.2.2.1. An exemplary application for this are large printing machines, where it is not possible or desired to control all actuators and sensors by one motion controller only. 
Use case two
Control-to-control communication between different motion (control) subsystems. Exemplary application for this are extra large machines or individual machines used for fulfilling a common task (e.g., machines in an assembly line).

