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****************************************Change**************************************************

6.4.12.5
Potential requirements and gap analysis
	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.4.12-001]
	FRMCS Equipment shall provide a dedicated interface for train borne recording purposes
	A
	N/A
	Interface for train borne recorder is outside scope of 3GPP.

	[R-6.4.12-002]
	FRMCS Equipment shall provide following information to the train borne recorder:

· Initiation of the railway emergency alert

· Reception of the railway emergency alert

· Leaving of the railway emergency alert

· Termination of the railway emergency alert 
· Initiation of railway emergency voice communication
· Termination of railway emergency voice communication

	A
	 TS 22.280
	Covered for on-network:

[R-6.15.4-004]

[R-6.15.4-007] 

[R-6.15.4-008]
Not applicable to off-network (see table C-1).


*************************************End of Change***********************************************

****************************************Change**************************************************

6.21.3.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-6.21.3-001]
	Upon request of an authorised FRMCS User, the FRMCS System shall be able to provide a non-delay tolerant data bearer for ATC data communication that matches to the application category of CRITICAL DATA/ VERY CRITICAL DATA (see QoS).
	A/T
	TS 22.282 (data bearer)

N/A (QoS)
	TS 22.282 sub-clause 5.5.2

See section 12.10 below 

	[R-6.21.3-002]
	For ATC, the FRMCS System shall take into account the appropriate access criterion to establish the bearer service required for ATC communication within a setup time specified as IMMEDIATE (see 12.10).
	A/T
	N/A
	See section 12.10 below 

 

	[R-6.21.3-003]
	The FRMCS System shall apply arbitration to ATC data communication.
	A
	TS 22.280
	Arbitration:
[R-5.4.2-004]
[R-5.4.2-004A]
[R-5.4.2-004B] 

	[R-6.21.3-004]
	The ATC data communication shall be recorded.
	A
	TS 22.280
	[R-6.15.4-003] for on-network.

Not applicable to off-network (see table C-1).


*************************************End of Change***********************************************


