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1
Introduction
Based on the Study Item FS_VBCLTE (3GPP TR 32.848) which has investigated potential charging requirements and possible mechanisms to support volume based charging for VoLTE, the WI VBCLTE is the enhancement of online and offline charging aspects of volume based charging for VoLTE.
2
Description
Stage 2 work on WI VBCLTE for TS 32.251 [1] and TS 32.260 [4]:
-
Clarify that IMS charging only supports duration based charging for VoLTE.
-
Introduce volume based charging for VoLTE in PS offline and online charging.
-
Introduce VoLTE Information parameter for volume based charging for VoLTE in PGW-CDR. 
-
Add Bindings of CDR parameter, Information Element and AVP for VoLTE Information parameter.
Stage 3 work on WI VBCLTE for 32.298 [3] and 32.299 [4]:
-
Introduce two new values for Change-Condition AVP to indicate the status of VoLTE service delivery.
-
Introduce two new reasons of Cause for Record Closing field in the CDR to indicate the status of VoLTE service delivery.
-
Introduce VoLTE Information parameter including Caller Information and Callee Information for volume based charging for VoLTE in PS domain CDRs.
-
Introduce VoLTE-Information AVP including Calling-Party-Address AVP and Callee-Information AVP for volume based charging for VoLTE in PS domain online charging messages.
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