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	Reason for change:
	According to the “principles for binding, selection and reselection” in subclause 6.3.1.0 of TS 23.501, the NF service producer may provide an NF Set ID to the NF service consumer.
Thus, the PCF as NF service produced can provide the PCF Set ID to the SMF for the Npcf_SmPolicyControl service. If the PCF provides an NF Set ID to the SMF, the SMF may re-select another PCF instance within the PCF set for the ongoing SM policy association/PDU session, e.g. when the original PCF instance becomes unavailable.
The purpose of the BSF is to enable AF or NEF to discover the PCF instance serving an ongoing PDU session (for the so-called session binding). To enable this discovery, the PCF instance serving a PDU session registers itself at IP CAN session establishment at the BSF.
If an AF or NEF uses the BSF after the PCF instance within a set has changed, it will obtain an outdated PCF instance that may no longer be available.

	
	

	Summary of change:
	The PCF may register the PCF set together with the PCF instance at the BSF, and the BSF then provides this information as part of the discovery procedure to AF or NEF.
The text is also updated to align with stage 3 in TS 29.521, were basic procedures work with PCF address(es) rather than a PCF id.

	
	

	Consequences if not approved:
	If an AF or NEF uses the BSF after the PCF instance within a set has changed, it will obtain an outdated PCF instance that may no longer be available.
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1st change
5.2.13.2.2	Nbsf_Management_Register service operation
Service Operation name: Nbsf_Management_Register.
Description: Registers the tuple (UE address(es), SUPI, GPSI, DNN, DN information (e.g. S-NSSAI), PCF address(es) PCF id, PCF Set ID) for a PDU Session.
Inputs, Required: UE address(es), PCF idaddress(es)
UE address can contain IP address/prefix or MAC address as defined in TS 23.501 [2]. It can optionaly refer to Frame Routes. W-5GAN specific UE IP address information is specified in TS 23.316 [53].
Frame Routes are defined in Table 5.2.3.3.1-1.
Inputs, Optional: DNN, SUPI, GPSI, DN information (e.g. S-NSSAI), PCF Set ID, PCF ID (see subclause 6.3.1.0 of TS 23.501 [2]).
Outputs, Required: Result indication, Binding Identifier for a PDU Session.
Outputs, Optional: None.
[bookmark: _Toc20204692]2nd change
5.2.13.2.4	Nbsf_Management_Discovery service operation
Service Operation name: Nbsf_Management discovery
Description: Discovers the PCF and PCF set selected for the tuple (UE address(es), SUPI, GPSI, DNN, DN information (e.g. S-NSSAI)).
Inputs, Required: UE address (i.e. IP address or MAC address), DNN [Conditional], DN information (e.g. S-NSSAI) [Conditional]
Inputs, Optional: SUPI, GPSI
Outputs, Required: PCF idaddress(es)
Outputs, Optional: NonePCF ID, PCF Set ID (see subclause 6.3.1.0 of TS 23.501 [2]).
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