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	Reason for change:
	During the SA2#134 meeting, Time Interval and RAN UE NGAP ID were agreed to correlate the AMF data and OAM data reported by the RAN.
However, the RAN UE NGAP ID only unique between the RAN and AMF but not globally unique based on the definition in TS 38.413 as follows:
9.3.3.2
RAN UE NGAP ID

This IE uniquely identifies the UE association over the NG interface within the NG-RAN node.

IE/Group Name

Presence

Range

IE type and reference

Semantics description

RAN UE NGAP ID
M

INTEGER (0..232 -1)


	
	

	Summary of change:
	In addition to the Time Interval and RAN UE NGAP ID, it is proposed to also use the Global RAN Node ID to correlate the AMF data and OAM data reported by the RAN.
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	The correlation information for the AMF data and OAM data reported by the RAN is incomplete.
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* * * * Start of Change * * * * 
6.2.4
Correlation between network data and service data

The Correlation information per each NF is to help NWDAF correlate data from different NFs are defined in Table 6.2.4-1, which is subject to all the network data analytics.

NOTE:
For simplicity, the correlation information is not listed in the input data per network data analytics.

Table 6.2.4-1: Correlation Information per NF 
	Correlation Information
	Description

	Time Interval and IP address 5-tuple
	To correlate the data from AF and from UPF.

	Time Interval and AN Tunnel Info (Clause 9.3.2.2, TS 38.413 [16])
	To correlate the UPF data and OAM data which are reported by the RAN (e.g. Reference Signal Received Power or Reference Signal Received Quality as defined in Table 6.4.2-3).

	Time Interval and UE IP address
	To correlate the data from UPF and SMF.

	SUPI
	To correlate data from SMF and AMF.

	SUPI, DNN, S-NSSAI or UE IP address
	To correlate data from SMF and PCF.

	Time Interval, RAN UE NGAP ID

(Clause 9.3.3.2, TS 38.413 [16]) and Global RAN Node ID
	To correlate the AMF data and OAM data reported by the RAN (e.g. Reference Signal Received Power or Reference Signal Received Quality as defined in Table 6.4.2-3).
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