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* * * First change * * * *

10.3.2.2
Group creation response

Table 10.3.2.2-1 describes the information flow group creation response from the group management server to the group management client.

Table 10.3.2.2-1: Group creation response
	Information element
	Status
	Description

	VAL group ID
	M (NOTE)
	VAL group ID of the group

	Result
	M
	Indicates the success or failure for the operation

	NOTE:
If the Result information element indicates failure then the value of VAL group ID information element has no meaning.


* * * Second change * * * *

10.3.2.5
Group information query response
Table 10.3.2.5-1 describes the information flow group information query response from group management server to group management client.

Table 10.3.2.5-1: Group information query response
	Information element
	Status
	Description

	Identity
	M
	The identity of the VAL user or VAL UE performing the query.

	VAL group ID
	M (NOTE)
	The identity of the VAL group to be queried.

	Query type
	M (NOTE)
	It indicates the query type, e.g. membership information.

	Query result
	M (NOTE)
	The group information retrieved from the group management server based on the query type, i.e., a list of group members.

	Result
	M
	Indicates the success or failure for the operation

	NOTE:
If the Result information element indicates failure then the values of other information elements have no meaning.


* * * Next change * * * *

10.3.2.21
Get group configuration response
Table 10.3.2.21-1 describes the information flow get configuration response from the group management server to the group management client.

Table 10.3.2.21: Get group configuration response
	Information element
	Status
	Description

	VAL group ID
	M
	VAL group ID of the group

	VAL group configuration data
	M (NOTE)
	VAL group configuration data

	Result
	M
	Indicates the success or failure for the operation

	NOTE:
If the Result information element indicates failure then the value of the VAL group configuration data information element has no meaning.


* * * Next change * * * *

11.3.2.4
Get VAL user profile response
Table 11.3.2.4-1 describes the information flow get VAL user profile response from the configuration management server to the configuration management client.

Table 11.3.2.4-1: Get VAL user profile response
	Information element
	Status
	Description

	VAL user profile data
	M (NOTE)
	One or more VAL user profiles associated with the VAL user ID or VAL UE ID provided in the associated get VAL user profile request.

	Result
	M
	Indicates the success or failure for the operation

	NOTE:
If the Result information element indicates failure then the value of VAL user profile data information element has no meaning.


* * * Next change * * * *

11.3.2.7
Get updated VAL user profile data response
Table 11.3.2.7-1 describes the information flow get updated VAL user profile data response from the configuration management server to the configuration management client.

Table 11.3.2.7-1: Get updated VAL user profile data response
	Information element
	Status
	Description

	Updated VAL user profile data
	M (NOTE)
	VAL user profile data that has been modified.

	Result
	M
	Indicates the success or failure for the operation

	NOTE:
If the Result information element indicates failure then the value of Updated VAL user profile data information element has no meaning.


* * * Next change * * * *

11.3.2.11
Updated user profile subscription response
Table 11.3.2.11-1 describes the information flow from the configuration management server to the VAL server for updated user profile subscription response.

Table 11.3.2.11-1: Updated user profile subscription response
	Information element
	Status
	Description

	Subscription status
	M (NOTE)
	It indicates the subscription result

	Result
	M
	Indicates the success or failure for the operation

	NOTE:
If the Result information element indicates failure then the value of the Subscription status information element has no meaning.


* * * Next change * * * *

14.3.2.11
MBMS bearers response

Table 14.3.2.11-1 describes the information flow for the MBMS bearers response from NRM server to VAL server.
Table 14.3.2.11-1: MBMS bearers response
	Information element
	Status
	Description

	Result
	M
	The result indicates success or failure of the MBMS bearers request operation.

	TMGI
	O (see NOTE 1)
	TMGI information.

	User plane address
	M (NOTE 2)
	BM-SC user plane IP address and port

	Service description
	O (NOTE 2)
	Indicates MBMS bearer related configuration information as defined in 3GPP TS 26.346 [28] (e.g. radio frequency and MBMS Service Area Identities)

	NOTE 1:
TMGI may not required if the service announcement mode requested is NRM server.
NOTE 2:
If the Result Information element indicates failure then the values of the other information elements have no meaning.


