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	Reason for change:
	Certain network events require network operator attention. Examples of these network events are: managed object instance state changes with potential service impact, such as system restart, system backup. 
Present standards do not have a generic notification type that may be used to carry such network events.


	
	

	Summary of change:
	Add a new generic notification type to capture such network events.

	
	

	Consequences if not approved:
	There is no standard generic notification type for carrying such network event information.
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[bookmark: _Toc20494379]11.1.1.x	Notification notifyEvent
[bookmark: _Toc20494380]11.1.1.x.1	Definition
This notification notifies the consumer, who has a subscription receiving this type of notification, that certain network events has occurred with potential service impact, for example, system restart and system redundancy shift (backup). 
This notification definition is generic in the sense that the specific types of network event are not defined. 
[bookmark: _Toc20494381]11.1.1.x.2	Input parameters 
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	objectClass
	M
	It carries the IOC of an instance where an alert occurs.
	--

	objectInstance
	M
	It carries the DN of an instance where an alert occurs.
	--

	notificationId
	M
	It carries the identifier for the subject notification.
	See Note 1.


	eventTime
	M
	It indicates the time of the event.
	The semantics of Generalised Time specified by ITU-T [17] shall be used here.

	systemDN
	M
	It carries the DN of producer of the notification.
	--

	notificationType
	M
	"notifyEvent"
	--

	specificProblem
	M
	It indicates a problem detected.
	--

	additionalText
	O
	It carries additional information.
	--

	additionalInformation
	O
	It carries additional information.
	--

	NOTE 1:  If consumer receives notifications from one producer, consumer can use the notificationId and the objectInstance to uniquely identify all received notifications.
                 If consumer receives notifications from multiple producers and notifications of each objectInstance are reported to at most by one producer, consumer can use the notificationId and objectInstance to uniquely identify all received notifications.
                 If consumer receives notifications from multiple producers and notifications of one or more objectInstance(s) are reported byo two or more producers, consumer can use the notificationId together with objectInstance and the identity of producer (systemDN), to uniquely identify all received notifications. If the information systemDN is absent, consumer needs other means, which are outside the scope of this TS, to determine the identity of producer.
                 How notificationId of notifications are re-used to correlate notifications is outside of the scope of this specification. 
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