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* * * First Change * * * *

10.2.1
General

Table 10.2.1-1 illustrates the VAE server APIs.
Table 10.2.1-1: List of VAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	VAE_MessageDelivery API
	Deliver_DL_Message
	V2X application specific server
	Request/ Response

	
	Deliver_UL_Message
	V2X application specific server
	Subscribe/notify

	VAE_FileDistribution API
	Distribute_File
	V2X application specific server
	Request/ Response

	VAE_ApplicationRequirement API
	Reserve_NetworkResource
	V2X application specific server
	Subscribe/notify

	VAE_DynamicGroup API
	Configure_DynamicGroup
	V2X application specific server
	Request/Response

	VAE_ServiceContinuity API
	Query_ServiceContinuity
	VAE server
	Request/Response


Editor's note:
Whether the VAE_DynamicGroup API is to be moved to SEAL is FFS.
* * * Next Change * * * *

10.2.x
VAE_ServiceContinuity API
10.2.x.1
General
API description: This API enables the VAE server to query whether the target VAE server can serve the GEO ID and V2X Service ID for service continuity.
10.2.x.2
Query_ServiceContinuity operation
API operation name: Query_ServiceContinuity
Description: Query the service continuity information.
Known Consumers: VAE server.

Inputs: Refer subclause 9.10.2.1.

Outputs: Refer subclause 9.10.2.2.
See subclause 9.10.3 for the details of usage of this API operation.

* * * End of Changes * * * *
