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	Reason for change:
	After UE handovers a PDU Session from non-3GPP to 3GPP access, the AMF may need to select a new I(V)-SMF/I(V)-UPF to support the session continuity for the PDU Session.
Also, when an UE handovers a PDU Session from 3GPP access to non-3GPP access, the PDU Session may have a I-SMF/I-UPF and the I-SMF/I-UPF resources are released during the Handover procedure. And in such case, even the UP of the PDU session is deactivated in 3GPP access, the resources in the I-SMF/I-UPF are released.

	
	

	Summary of change:
	Change the PDU Session Establishment procedure in 3GPP access from clause 4.3.2.2.1 to clause 4.23.5.1 and to clarify that an I(V)-SMF/I(V)-UPF may be selected and inserted by the AMF in the 3GPP access.

Update  the PDU Session resource release part and clarify that the I(V)-SMF/I(V)-UPF resource are released even the even the UP of the PDU session is deactivated in the source access.
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	Other comments:
	


1st CHANGE
4.23.X
Handover of a PDU Session procedure between 3GPP and untrusted non-3GPP access
4.23.x.1
Handover of a PDU Session procedure from untrusted non-3GPP to 3GPP access (non-roaming and roaming with local breakout)

The following impacts are applicable to clause 4.9.2.1  when a PDU Session is handover from untrusted non-3GPP to 3GPP access (non-roaming and roaming with local breakout):
-
Step2: The UE performs a PDU Session Establishment procedure with the PDU Session ID of the PDU Session to be moved as specified clause 4.23.5.1 and an I-SMF and an I-UPF may be selected and inserted for this PDU 
4.23.x.2
Handover of a PDU Session procedure from 3GPP to untrusted non-3GPP access (non-roaming and roaming with local breakout)

The following impacts are applicable to clause 4.9.2.2 when a PDU Session is handover from 3GPP to untrusted non-3GPP access (non-roaming and roaming with local breakout):
-
(additional) Step4: If an I-SMF and an I-UPF are used in  the PDU Session in 3GPP access, the step 3a and 14 in clause 4.3.4.3 are performed to release the resource in the old I-SMF and old I-UPF.
The steps 2 to 4 shall be repeated for all PDU Sessions to be moved from 3GPP access to untrusted non-3GPP access.
4.23.x.3
Handover of a PDU Session procedure from untrusted non-3GPP to 3GPP access (home routed roaming) 
4.23.x.3.1
The target AMF is in the PLMN of the N3IWF
The following impacts are applicable to clause 4.9.2.3.2 when a PDU Session is handover from untrusted non-3GPP to 3GPP access  (home routed roaming) and target AMF is in the PLMN of the N3IWF:
-
Step2: The UE performs a PDU Session Establishment procedure with the PDU Session ID of the PDU Session to be moved as specified clause 4.23.5.1. A different V-SMF and a different V-UPF may be selected for the PDU Session.
- (additional) Step 4: If a new V-SMF and a new V-UPF are selected for the PDU Session, the step 3a and 14 in clause 4.3.4.3 are performed to release the resource in the old V-SMF and old V-UPF.

The steps 2 to 4 shall be repeated for all PDU Sessions to be moved from to untrusted non-3GPP access to 3GPP access.
End of CHANGE
