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	Reason for change:
	Pause of charging has been introduced since Rel-15 for HR roamign case. However, for ETSUN case, when I-SMF is introduced, it is unclear whether this feature is supported or not. It is proposed to add a clarification text that the same mechanism as defined for the HR roaming case is used to support pause of charging for the case where the I-SMF is involved for a PDU Session. 

In addition, ULCL/BP controlled by I-SMF may be inserted in the data path, for this case, it is clarified that the pause/unpause usage reporting is controlled by the SMF. .
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	Add a new section to clarify the handling of pause of charging procedure for the case in which I-SMF is involved.
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[bookmark: _Toc11137297]*** START CHANGES ***

[bookmark: _Toc20204332][bookmark: _Toc27895024][bookmark: _Toc36192106][bookmark: _Toc20204327][bookmark: _Toc27895019]4.23.4.4	Network Triggered Service Request
For network triggered service request procedure, if the procedure is triggered by downlink packet, the procedure in clause 4.2.3.3 are impacted as following:
-	if the I-SMF is available for the PDU Session, the procedure is triggered by I-SMF. Correspondingly, the SMF in that proecedure is replaced by the I-SMF.
· -	The referenced clause 4.4.4 for pause of charging is changed to clause 4.23.x.
-	Step 4a:
-	If I-SMF is not available for the PDU Session and no I-SMF insertion is needed, no additional change is needed.
-	If I-SMF is available for the PDU Session and no I-SMF change or removal is needed, steps 12 to 22 in clause 4.23.4.2 is performed where the SMF in that proecedure is replaced by the I-SMF.
-	If I-SMF will be inserted, changed or removed, steps 2 to 25 in clause 4.23.4.3 is performed.
-	Step 6: If the UE is in CM-IDLE state in 3GPP access, upon reception of paging request for a PDU Session associated to 3GPP access:
-	If I-SMF is not available for the PDU Session and no I-SMF insertion is needed, no additional change is needed.
-	If I-SMF is available for the PDU Session and no I-SMF change or removal is needed, UE Triggered Service Request procedure as defined in clause 4.23.4.2 is performed.
-	If I-SMF will be inserted, changed or removed, UE Triggered Service Request procedure as defined in clause 4.23.4.3 is performed.

*** 2nd  CHANGE ***
4.23.x	Pause of charging
When I-SMF is involved for a PDU Session, the procedure for pause of charging in home routed roaming case defined in clause 4.4.4 is applied by replacing the H-SMF with SMF, and V-SMF with I-SMF. 
When a Local UPF (PSA) is involved, the SMF stops or starts the usage reporting including usage reporting at the Local UPF (PSA) via the I-SMF. 
For a PDU Session, if charging has been paused previously, in addition to the conditions for stopping pause of charging as described in clause 4.4.4, the charging is unpaused in the following case: 
· When the SMF receives Nsmf_PDUSession_Create Request from a new I-SMF or Nsmf_PDUSession_CreateSMContext request from AMF; 

*** END CHANGES ***
