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* * * * 1st change * * * *
[bookmark: _Toc75412231][bookmark: _Toc75440717]5.2.21	Network Slice Admission Control Function (NSACF) services
[bookmark: _Toc75412232]5.2.21.1	General
The following table illustrates the NSACF services.
Table 5.2.21.1-1: List of NSACF services
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nnsacf_NumberOfUEsPerSlice
	AvailabilityCheckAndUpdate
	Request/Response
	AMF

	
	EACNotify
	
	AMF

	Nnascf_NumberOfPDUsPerSlice
	AvailabilityCheckAndUpdate
	Request/Response
	SMF

	Nnsacf_SliceEventExposure
	Subscribe
	Subscribe/Notify
	[bookmark: OLE_LINK33][bookmark: OLE_LINK34]NEF, AF (NOTE)

	
	Unsubscribe
	
	NEF, AF

	
	Notify
	
	NEF, AF

	Nnsacf_SliceStatus
	Retrieval
	Request/Response
	NEF, AF

	NOTE: the AF can access NSACF services either via NEF to NSACF in case of untrusted AF or directly in case of trusted AF.




* * * * 2nd change * * * *

[bookmark: _Toc75412245]5.2.21.5	Nnsacf_SliceStatus services
[bookmark: _Toc75412246][bookmark: _GoBack]5.2.21.5.1	General
Service Description: The Nnsacf_SliceStatus services provide network slice status information on request from the consumer NF (e.g. AF via NEF) related to the current number of UEs registered with a network slice or the current number of PDU Sessions established on a network slice or both.
[bookmark: _Toc75412247]5.2.21.5.2	Nnsacf_SliceStatus_Retrieval service operation
Service operation name: Nnsacf_SliceStatus_Retrieval
Description: This service operation is used by the consumer NF to retrieve the network slice status information related to the number of UEs registered for a network slice or the number of PDU Sessions established on a network slice or both.
Inputs, Required: Event ID, Event Filter.
The Event ID parameter defines whether the requested information is about the number of UEs registered with a network slice or the number of PDU Sessions established on a network slice or both.
The Event Filter parameter is the S-NSSAI for which the requested information is applicable.
Outputs, Required: Event ID, Event Filter, Event Reporting information.
The Event ID parameter defines the type of the reported information, i.e. information about the number of UEs registered with a network slice or the number of PDUs Sessions established on a network slice or both.
The Event Filter parameter is the S-NSSAI for which the information retrieval is applicable.
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The Event Reporting information parameter provides information for the current number of UEs registered with a network slice (e.g. represented in percentage of the maximum number of the UEs registered with the network slice) or information for the current number of PDU Sessions established on a network slice (e.g. represented in percentage of the maximum number of the PDU Sessions established on the network slice) or both.
* * * * end of change * * * *

