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* * * First Change * * * *

[bookmark: _Toc74040807][bookmark: _Toc67934659][bookmark: _Toc9812742][bookmark: _Toc9812498][bookmark: _Toc536271021][bookmark: _Toc536270714]8.2.1	General
Table 8.2.1-1 illustrates the UAE server APIs.
Table 8.2.1-1: List of UAE server APIs
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	UAE_C2OperationModeManagement API
	ConfigureInitiate_C2OperationModeMangement
	UAS application specific server
	Request/ Response

	
	Notify_SelectedC2Mode (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2ModeSwitching (NOTE)
	UAS application specific server
	Subscribe/notify

	
	Notify_C2OperationModeManagementComplete (NOTE)
	UAS application specific server
	Subscribe/notify

	NOTE:	The subscribe operation for Notify_C2OperationModeManagementComplete, Notify_SelectedC2Mode and Notify_C2ModeSwitching is part of Configure_C2OperationMode




* * * Next Change * * * *
[bookmark: _Toc74040810][bookmark: _Toc67934662][bookmark: _Toc9812745][bookmark: _Toc9812501]8.2.2.2	ConfigureInitiate_C2OperationModeManagement operation
API operation name: ConfigureInitiate_C2OperationModeManagement
Description: Initiates the Cconfiguration of the C2 operation modes for the UAS UEs.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.4.3.1.
Outputs: Refer clause 7.4.3.2.
See clause 7.4.2.1 for the details of usage of this API operation.

* * * Next Change * * * *

[bookmark: _Toc74040812]8.2.2.5	Notify_C2OperationModeManagementComplete
API operation name: Notify_C2OperationModeManagementComplete
Description: Notification about the C2 operation mode management completion by UAE server.
Known Consumers: UAS application specific server.
Inputs: Refer clause 7.4.3.3.
Outputs: None.
See clause 7.4.2.1 for the details of usage of this API operation.

