

	
SA WG2 Meeting #146E	S2-2106217
August 16th – 27th, 2021 ; Elbonia                   		 	 				(revision of S2-210xxxx)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.502
	CR
	3067
	rev
	
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Device Triggering parameter correction

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	S2

	
	

	Work item code:
	5G_CIoT
	
	Date:
	2021-07-29

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Device triggering procedure in clause 4.13.2.2 specifies the capability for the UDM to authorise those AFs that are allowed to request Device Triggering procedure and to also control the maximum quota of triggering operations for those AFs that are allowed to initiate Device Triggering. 

This means the NEF must inform the UDM of the AF Identifier of the AF that is requesting Device Triggering service. The "AF Identifier" parameter is shown in Figure 4.13.2.2-1 but it is missing from the Nudm_SDM_Get service operation introduction in clause 5.2.3.3.2 and in the corresponding stage 3 specification. 

	
	

	Summary of change:
	Add the missing "AF Identifier" parameter to Nudm_SDM_Get.

	
	

	Consequences if not approved:
	AF authorisation to Device Triggering feature cannot be enforced at all and any AF can do Device Triggering (which involves sending SMS). 
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FIRST CHANGE
[bookmark: _Toc20204442][bookmark: _Toc27895141][bookmark: _Toc36192238][bookmark: _Toc45193351][bookmark: _Toc47592983][bookmark: _Toc51835070][bookmark: _Toc75411869]5.2.3.3.2	Nudm_SDM_Get service operation
Service Operation name: Nudm_SDM_Get
Description: Consumer NF gets the subscription data indicated by the subscription data type input from UDM. The UDM shall check the requested consumer is authorized to get the specific subscription data requested. In the case of NF consumer is SMF, the subscriber data may contain e.g. Allowed PDU Session Type(s), Allowed SSC mode(s), default 5QI/ARP, Subscribed S-NSSAI(s).
Inputs, Required: NF ID, Subscription data type(s), Key for each Subscription data type(s).
Inputs, Optional: Data Sub Key(s), SoR Update Indicator, AF Identifier (for AF authorisation by the UDM).
If the AMF already has subscription data for the UE but the SoR Update Indicator in the UE context requires the AMF to retrieve SoR information depending on the NAS Registration Type ("Initial Registration" or "Emergency Registration"), the AMF shall include SoR update indicator in the Nudm_SDM_Get depending on the NAS Registration type.
Outputs, Required: The consumer NF gets the requested subscription data.
Outputs, Optional: None.

