

	
3GPP TSG-SA2 Meeting #149-e	S2-2201326
Online, , 14th Feb 2022 - 25th Feb 2022											was S2-2201102r01
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.247
	CR
	0093
	rev
	1
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Indication whether MBS session is active

	
	

	Source to WG:
	Nokia, Nokia Shanghai-Bell

	Source to TSG:
	S2

	
	

	Work item code:
	5MBS
	
	Date:
	2022-01-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The RAN nodes require information whether an MBS multicast session is active to decide whether to allocate radio resources. However, this information is not available when the first UE in a multicast session is added due to an accepted join request or an handover.
Two methods to convey this information are possible:
1. As part of the PDU session SM context update when the UE joins (the SM context will then also be transferred during handover)
2. In response to the Establishment of shared delivery toward RAN node
Method one includes the session status in MBS session context to be transferred in PDU session context, which is less good from modelling perspective, even though it may has the advantage that it allows a parallel establishment of radio resources and shared delivery establishment and thus allows for a quicker join procedure when the first UE join in the NG-RAN.
RAN3 decided that in homogenous deployments information about multicast QoS flows will only be provided to RAN nodes in response to the Establishment of shared delivery and in this scenario method one offers no advantage.
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	The activity status of the MBS session is indicated in response to the Establishment of shared delivery toward RAN node
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[bookmark: _Toc66709166][bookmark: _Toc91140490]7.2.1.4	Establishment of shared delivery toward RAN node
In the following cases, the shared tunnel for shared delivery is established between the NG-RAN and MB-UPF:
-	The first UE is included in the context of the MBS session in the NG-RAN.
NOTE 1:	When the multicast MBS session is deactivated, if there is at least one UE joining the multicast MBS session is in RRC-CONNECTED state in the NG-RAN, the shared delivery is not released.
NOTE 2:	Share delivery establishment procedures are used when MBS supporting NG-RAN node(s) get involved in the multicast MBS session regardless of the state of the multicast MBS session.
-	Handover to the target NG-RAN when the shared delivery tunnel is not established in the target RAN node for this multicast MBS session.


Figure 7.2.1.4-1: Establishment of shared delivery toward NG-RAN node
1.	A NG-RAN node decides to establish shared delivery for a multicast MBS session when it serves at least one UE within the multicast MBS session. For location dependent services, the NG-RAN node needs to establish shared delivery for the location dependent contents of a multicast MBS session if it serves at least one UE assigned to an MBS session ID and area session ID.
2.	The NG-RAN sends an N2 MBS Session request message (MBS Session ID, [Area Session ID], N2 SM information ([unicast DL tunnel Info])) towards the AMF.
	If the NG-RAN node is configured to use unicast transport for the shared delivery, it allocates a GTP tunnel endpoint and provides the unicast DL tunnel Info in the request, which includes the GTP tunnel endpoint and NG-RAN node address. For location dependent MBS services, the NG-RAN node also provides the Area Session ID.
3.	The AMF selects the MB-SMF serving the multicast MBS session, e.g. using the NRF discovery service or locally stored information. It invokes Nmbsmf_MBSSession_ContextUpdate request (MBS Session ID, [Area Session ID], N2 SM information) to the MB-SMF.
	The AMF stores the information of the NG-RAN nodes (e.g. NG-RAN node ID) for the subsequent signaling related to the multicast MBS Session.
4.	[Conditional] If the MB-SMF received unicast DL tunnel Info in step 3, it configures the MB-UPF to send multicast data for the multicast MBS session (or location dependent content of the multicast MBS session if an area session ID was received) towards that GTP tunnel endpoint via unicast transport.
5.	The MB-SMF stores the information of the AMF (e.g. AMF ID) in the MBS multicast session context (or location dependent part of the multicast MBS session context if an Area Session ID was received) to enable subsequent signalling towards that AMF.
6.	The MB-SMF sends Nmbsmf_MBSSession_ContextUpdate response (MBS Session ID, [Area Session ID], N2 SM information ([TMGI], multicast QoS flow information, session status indication (active/inactive), [multicast DL tunnel Info], [MBS service areas])) to the AMF. If the MB-SMF did not receive unicast DL tunnel Info in step 3, it provides the multicast DL tunnel info that includes transport multicast address (e.g. a LL SSM) and a GTP tunnel endpoint for multicast transport of the shared delivery.
7.	The AMF sends an N2 MBS Session response message (MBS Session ID, [Area Session ID], N2 SM information) to the NG-RAN node. If the NG-RAN node receives the multicast DL tunnel Info of the shared delivery, it uses the transport multicast address included in the multicast DL tunnel info to join the multicast transport distribution.

[bookmark: _Toc91140548]2nd change
9.1.3.2	Nmbsmf_MBSSession_ContextUpdate service operation
Service operation name: Nmbsmf_MBSSession_ContextUpdate
Description: NF Service Consumer can use this service to request or terminate the reception of data of a multicast session.
Inputs, Required: MBS Session ID, if consumer is AMF: N2 container (Establishment or Release, MBS session ID, Possible Area session ID, Possible GTP Tunnel info for unicast transport), AMF ID, if consumer is SMF: SMF ID, MBS session ID, Action(Establishment or Release).
Inputs, Optional: if consumer is SMF: Area Session ID, Unicast GTP Tunnel info of the UPF.
Outputs, Required: Success or not.
Outputs, Optional: if consumer is AMF: N2 container (MBS session ID, Possible Multicast DL tunnel info, multicast QoS flow information, session status indication (active/inactive), [MBS service areas]); if consumer is SMF: Multicast DL tunnel info.
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