

	
[bookmark: _GoBack]3GPP TSG-SA WG6 Meeting #47-e	S6-220435
e-meeting, 14th – 22nd February 2022	(revision of S6-220131)

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.554
	CR
	0023
	rev
	1
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction on Usage of Network Capabilities

	
	

	Source to WG:
	Huawei, Hisilicon

	Source to TSG:
	S6

	
	

	Work item code:
	5GMARCH
	
	Date:
	2022-02-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	References need added for T8/N33, because References need to be defined where they first appear.

	
	

	Summary of change:
	References need to be defined where they first appear.

	
	

	Consequences if not approved:
	Readers can't see references when they read them.

	
	

	Clauses affected:
	8.9.2.1, 8.9.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * First Change * * * 
[bookmark: _Toc91856454]8.9.2.1	General 
UE reachability status leverages the 3GPP network monitoring functionality exposed via T8/N33 reference point detailed in 3GPP TS 23.502 [7] and TS 29.522[10]. How the MSGin5G Server determines whether and how (e.g., via request/response or subscription) to monitor the UE reachability using the 3GPP Network capabilities is implementation dependent. 
* * * Next Change * * * *
[bookmark: _Toc91856460]8.9.2.3	Flows 
[bookmark: _Toc37791029][bookmark: _Toc42003994][bookmark: _Toc50584337][bookmark: _Toc50584681][bookmark: _Toc57673567]The following information flows are specified for UE reachability status monitoring:
-	UE Reachability monitoring request and response;
-	UE Reachability monitoring subscribe and unsubscribe
-	UE Reachability monitoring notify 
All UE reachability monitoring interactions from MSGin5G Server (acting as SCS/AS) to SCEF/NEF occur over T8/N33 reference points capabilities detailed in 3GPP TS 23.502 [7] and TS 29.522[10]. As specified in TS 29.522[10] clause 4.4.2, all UE Reachability monitoring procedures use APIs specified in TS 23.682 [8] clause 5.6.1.4 and 3GPP TS 29.122 [9] clause 4.4.2.2.  
* * * End of Changes * * * *

