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**** First Change ****
[bookmark: _Toc138255271][bookmark: _Toc122421166]7.3.3	5G-RG or Network Requested PDU Session Release via W-5GAN
Clause 7.3.3 specifies how a 5G-RG or network can release a PDU Session via a W-5GAN. The 5G-RG requested PDU Session Release procedure via W-5GAN access applies in non-roaming scenarios.
If the 5G-RG is simultaneously registered to a 3GPP access in a PLMN or SNPN different from the PLMN or SNPN of the W-AGF, the functional entities in the following procedures are located in the PLMN or SNPN of the W-AGF.
NOTE:	If the 5G-RG is simultaneously registered to 3GPP access in the same PLMN or SNPN as W-5GAN access, when W-5GAN is not available to the 5G-RG (e.g. 5G-RG is disconnected from W-5GAN) or 5G-RG is in CM-IDLE for W-5GAN access, the 5G-RG may perform the PDU Session Release procedure via 3GPP access as described in TS 23.502 [3] clause 4.3.4.




Figure 7.3.3-1: 5G-RG or Network Requested PDU Session Release via W-5GAN access
1.	One or more PDU Sessions are already established for the 5G-RG using the procedure described in clause 7.3.1.
2.	The 5G-RG sends a PDU session release request (N1 SM container (PDU Session Release Request), PDU Session ID) to the AMF via the W-AGF as defined in clause 4.3.4 of TS 23.502 [3].
3.	The steps 1a (from AMF) to 34 according to the PDU Session Release procedure defined in TS 23.502 [3] clause 4.3.4.2 are executed.
4.	This step is the same as step 4 in clause 4.3.4.2 of TS 23.502 [3].
5.	Upon receiving AN session release request message from the AMF, the W-AGF can trigger the release of the corresponding W-UP resource with procedure out of scope of 3GPP.
6.	This step is the same as step 6 in clause 4.3.4.2 of TS 23.502 [3].
7.	Steps 7 according to the PDU Session Release procedure defined in clause 4.3.4.2 are executed.
8.	The W-AGF delivers the NAS message (N1 SM container (PDU Session Release Command), PDU Session ID, Cause) to the 5G-RG.
9.	The 5G-RG sends a NAS message (N1 SM container (PDU Session Release Ack), PDU Session ID) to the W-AGF.
10.	This step is the same as step 9 in clause 4.3.4.2 of TS 23.502 [3].
	Steps 5 and 8 may happen consecutively. Step 9 may happen before step 5.
11.	All steps after step 910 in the PDU Session Release procedure defined in TS 23.502 [3] clause 4.3.4.2 are executed.
The network requested PDU Session Release procedure via W-5GAN access is the same as the network requested PDU Session Release Procedure specified in TS 23.502 [3] clause 4.3.4.2 for Non-Roaming with the following differences:
-	The (R)AN corresponds to a W-AGF.
-	In step 5, upon receiving N2 SM request to release the AN resources associated with the PDU Session from the AMF, the W-AGF can trigger the release of the corresponding W-UP resource to the 5G-RG as specified in step 5, in Figure 7.3.3-1.

**** End of Changes ****
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