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[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923]* * * Start of Changes * * * 
[bookmark: _Toc20204254][bookmark: _Toc27894946][bookmark: _Toc36192027][bookmark: _Toc45193117][bookmark: _Toc47592749][bookmark: _Toc51834836][bookmark: _Toc138763244]4.16.11	UE Policy Association Establishment
[bookmark: _Toc20204256][bookmark: _Toc27894948][bookmark: _Toc36192029][bookmark: _Toc45193119][bookmark: _Toc47592751][bookmark: _Toc51834838][bookmark: _Toc138306884]4.16.11.1	General
This The UE Policy Association Establishment procedure, which may be performed for a UE registered in the same AMF or different AMFs for 3GPP access and non-3GPP access, concerns the following scenarios:
1.	UE initial registration with the network.
2.	The AMF relocation with PCF change in handover procedure and registration procedure.
3.	UE registration with 5GS when the UE moves from EPS to 5GS and there is no existing UE Policy Association between AMF and PCF for this UE.
* * * Next Changes * * * 

[bookmark: _Toc20204257][bookmark: _Toc27894949][bookmark: _Toc36192030][bookmark: _Toc45193120][bookmark: _Toc47592752][bookmark: _Toc51834839][bookmark: _Toc138763247][bookmark: _Hlk140489624]4.16.12.1.1	UE Policy Association Modification initiated by the AMF without AMF relocation
This procedure addresses the scenario where a Policy Control Request Trigger condition is met.


Figure 4.16.12.1.1-1: UE Policy Association Modification initiated by the AMF
This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the V-PCF is not involved. In the roaming case, the AMF interacts with the V-PCF and the H-PCF interacts with the V-PCF.
1.	When a Policy Control Request Trigger condition is met the AMF updates UE Policy Control Association and provides information on the conditions that have changed to the PCF. The AMF sends a Npcf_UEPolicyControl Update Request with the following information: UE Policy Association ID associated with the SUPI defined in TS 29.525 [58] and the Policy Control Request Trigger met. In roaming scenario, based on operator policies, the AMF may provide to the V-PCF the PCF ID of the selected H-PCF. The V-PCF contacts the H-PCF.
	See clause 6.1.2.5 of TS 23.503 [20] and clause 4.2.3.2 of TS 29.525 [58] for more details on Policy Control Request Trigger.
	In the roaming case, steps 2 and 3 are executed, otherwise step 4 follows.
2.	The V-PCF forwards the information received from AMF in step 1 to the (H-)PCF.
3.	The H-PCF replies to the V-PCF. In the non-roaming case, the PCF may subscribe to Analytics from NWDAF as defined in clause 6.1.1.3 of TS 23.503 [20].
4.	The (V-) PCF sends a Npcf_UEPolicyControl Update Response to the AMF.
5.	The (H-)PCF may create the UE policy container including UE policy information as defined in clause 6.6 of TS 23.503 [20]. In the case of roaming the H-PCF may include the UE policy container in the Npcf_UEPolicyControl UpdateNotify Request.
6.	The (V-)PCF sends a response to H-PCF using Npcf_UEPolicyControl UpdateNotify Response.
	Steps 7, 8 and 9 are the same as steps 8, 9 and 10 of procedure UE Policy Association Establishment in clause 4.16.11.
* * * Next Changes * * * 

[bookmark: _Toc20204261][bookmark: _Toc27894953][bookmark: _Toc36192034][bookmark: _Toc45193124][bookmark: _Toc47592756][bookmark: _Toc51834843][bookmark: _Toc138763251]4.16.13.1	AMF-initiated UE Policy Association Termination
The following case is considered for UE Policy Association Termination:
1.	UE Deregistration from the network when the UE is not registered in another access type.
2.	The mobility with change of AMF (e.g. new AMF is in different PLMN or new AMF in the same PLMN).
3.	[Optional] 5GS to EPS mobility with N26 if the UE is not connected to the 5GC over a non-3GPP access in the same PLMN.
In the non-roaming case, the H-PCF may interact with the CHF in HPLMN.


Figure 4.16.13.1-1: AMF-initiated UE Policy Association Termination
This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case, the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V PCF interacts with the AMF. The V PCF contacts the H-PCF to request removing UE Policy Association.
1.	The AMF decides to terminate the UE Policy Association.
2.	The AMF sends the Npcf_UEPolicyControl_Delete service operation including UE Policy Association ID to the (V-)PCF.
3.	The (V-)PCF removes the policy context for the UE and replies to the AMF with an Acknowledgement including success or failure. The V-PCF may interact with the H-PCF. The (V-)PCF may unsubscribe to subscriber policy data changes with UDR by Nudr_DM_Unsubscribe (Subscription Correlation Id). The AMF removes the UE Policy Context.
	If the PCF has previously registered to the BSF as the PCF that is serving this UE, the PCF shall deregister from the BSF if no AM Policy Association for this UE exists anymore. This is performed by using the Nbsf_Management_Deregister service operation, providing the Binding Identifier that was obtained earlier from the BSF when performing the Nbsf_Management_Register service operation.
	Step 4 and Step 5 apply only to the roaming case.
4.	The V-PCF sends the Npcf_UEPolicyControl_Delete service operation including UE Policy Association ID to the H-PCF.
5.	The H-PCF removes the policy context for the UE and replies to the V-PCF with an Acknowledgement including success or failure. The H-PCF may unsubscribe to subscriber policy data changes with UDR by Nudr_DM_Unsubscribe (Subscription Correlation Id) for subscriber policy changes. In the non-roaming case, the PCF may unsubscribe to analytics from NWDAF.
	The H-PCF may invoke the procedure defined in clause 4.16.8 to unsubscribe to policy counter status reporting or to modify the subscription to policy counter status reporting (if remaining Policy association for this subscriber (i.e. AM Policy association) requires policy counter status reporting).
* * * End of Changes * * * 
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