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	1st Change


[bookmark: _Toc59183231][bookmark: _Toc59184697][bookmark: _Toc59195632][bookmark: _Toc59440060][bookmark: _Toc67990483]6.3.8	DeterministicComm <<dataType>>
[bookmark: _Toc59183232][bookmark: _Toc59184698][bookmark: _Toc59195633][bookmark: _Toc59440061][bookmark: _Toc67990484]6.3.8.1	Definition
This data type represents the properties of the deterministic communication for periodic user traffic in downlink or uplink. Periodic traffic refers to the type of traffic with periodic transmissions.
[bookmark: _Toc59183233][bookmark: _Toc59184699][bookmark: _Toc59195634][bookmark: _Toc59440062][bookmark: _Toc67990485]6.3.8.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	servAttrCom
	CM
	T
	F
	F
	T

	availability
	M
	T
	F
	F
	T

	periodicityList
	M
	T
	T
	F
	T


[bookmark: _Toc59183234][bookmark: _Toc59184700][bookmark: _Toc59195635][bookmark: _Toc59440063][bookmark: _Toc67990486]
6.3.8.3	Attribute constraints
	Name
	Definition

	servAttrCom S
	Condition: This attribute is mandatory only when requirements are being defined on deterministic communication for periodic user traffic per network slice (GSMA attribute). Otherwise, the attribute is optional.



[bookmark: _Toc59183235][bookmark: _Toc59184701][bookmark: _Toc59195636][bookmark: _Toc59440064][bookmark: _Toc67990487]6.3.8.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	End of Change



