

	
3GPP TSG-SA5 Meeting #150 	S5-236031
Göteborg, Sweden, 21 - 25 August 2023							revision of S5-235087

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	28.541
	CR
	0948
	rev
	1
	Current version:
	16.16.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Update Annex L with mapping table

	
	

	Source to WG:
	Ericsson, Huawei, Deutsche Telekom

	Source to TSG:
	S5

	
	

	Work item code:
	MA5SLA 
	
	Date:
	2023-06-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The GSMA GST is one of the main inputs to the requirements in the ServiceProfile, this information can be found in the definition of the attributes in clause 6.4. However there is no “overview” of the complete mapping from GST to ServiceProfile. This CR proposal to add this mapping table to the information about GST in Annex L.
The mapping GST to ServiceProfile was drafted (and later maintained for a number of meetings) by Huawei and China Telecom. This mapping information was captured in a living document S5-196344. This work was initiated to TS 28.541 Rel-16 by contribution S5-196867, see reference [6] as part of work item MA5SLA. Now that the GST to ServiceProfile mapping seems stable the full mapping could be added to Annex.  

	
	

	Summary of change:
	Add new informative Annex 

	
	

	Consequences if not approved:
	Extra effort and chance for making mistakes which could have been avoided 

	
	

	Clauses affected:
	Annex X (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	For the mapping GSMA GST v.3 has been used. 

	
	

	This CR's revision history:
	






	Changes




[bookmark: _Toc59183448][bookmark: _Toc59184914][bookmark: _Toc59195849][bookmark: _Toc59440278][bookmark: _Toc67990709]Annex X (informative):	Mapping between GSMA GST and ServiceProfile 
Table L.3-1 shows the mapping from the GSMA GST, see reference [50] to the ServiceProfile which  can be found in  clause 6.3.3 of this  document.
Table L.3.1: Mapping between GSMA GST and ServiceProfile
	GSMA GST attribute name [50]
	GST reference location [50]
	ServiceProfile attribute
	Clause number (see NOTE)

	Availability
	3.4.1
	availability
	6.4.1

	Area of service
	3.4.2
	coverageArea
	6.4.1

	Delay tolerance
	3.4.3
	delayTolerance
	6.4.1 and 6.3.7

	Deterministic communication
	3.4.4
	deterministicComm
	6.4.1 

	Maximum supported packet size
	3.4.11
	MaxPktSize
	6.4.1 and 6.3.11

	Downlink throughput per network slice
	3.4.5
	dLThptPerSlice
	6.4.1 and 6.3.9

	Uplink throughput per network slice
	3.4.31
	uLThptPerSlice
	6.4.1 and 6.3.9

	Downlink maximum throughput per UE
	3.4.6
	dLThptPerUE
	6.4.1 and 6.3.9

	Uplink maximum throughput per UE
	3.4.32
	uLThptPerUE
	6.4.1 and 6.3.9

	Energy efficiency
	3.4.7
	NA
	NA

	Performance monitoring
	3.4.18
	kPIMonitoring
	6.4.1 and 6.3.14

	Number of connections
	3.4.16
	maxNumberofConns
	6.4.1 and 6.3.12

	Number of terminals
	3.4.17
	maxNumberofUEs
	6.4.1 and 6.3.38

	NB-IoT support
	3.4.14
	NA
	NA

	Positioning support
	3.4.20
	NA
	NA

	Radiospectrum
	3.4.21
	NA
	NA

	Simultaneous use of the network slice
	3.4.25
	NA
	NA

	Synchronicity
	3.4.29
	NA
	NA

	Terminal density
	3.4.30
	termDensity
	6.4.1 and 6.3.17

	Supported device velocity
	3.4.28
	uESpeed
	6.4.1

	User management openness
	3.4.33
	userMgmtOpen
	6.4.1 and 6.3.14

	V2X communication mode
	3.4.35
	v2XCommModels
	6.4.1 and 6.3.16

	Latency from (last) UPF to Application Server
	3.4.36
	NA
	NA

	Network Slice Specific Authentication and Authorization (NSSAA) Required
	3.4.37
	NA
	NA

	Slice quality of service parameters
	3.4.26
	NA
	NA

	Performance prediction
	3.4.19
	NA
	NA

	User data access
	3.4.34
	NA
	NA

	Isolation level
	3.4.9
	NA
	NA

	Group communication support
	3.4.8
	NA
	NA

	Mission critical support
	3.4.12
	NA
	NA

	MMTel support
	3.4.13
	NA
	NA

	Network Slice Customer network functions
	3.4.15
	NA
	NA

	Monitoring and analytics
	3.4.23
	NA
	NA

	Session and Service Continuity support
	3.4.24
	NA
	NA

	Support for non-IP traffic
	3.4.27
	NA
	NA

	NOTE: The attribute definitions can be found in clause 6.4, there where the attribute is defined by a custom data type the clause for the data type definition is also mentioned.
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