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QoS model usage for NG-RAN
[bookmark: _Toc59183448][bookmark: _Toc59184914][bookmark: _Toc59195849][bookmark: _Toc59440278][bookmark: _Toc67990709]O.1	Overview
The Configurable 5QI set IOC (as defined in 5.3.75) provides flexibility to support multiple scenarios:
-	Configurable 5QI sets can be name contained by SubNetwork, ManagedElement, GNBDUFunction, GNBCUUPFunction and GNBCUCPFunction.
-	Sets are referenced by attributes (configurable5QISetRef) in applicable MOIs.
Specific containment and/or referencing may be appropriate for certain scenarios.
O.2	General usage
For consistency, referenced 5QI sets can be defined within the same subtree (see Figure 4.2.1.1-8) as follows:
-	a Configurable5QISet instance contained by ManagedEntity does not need a reference from the ManagedEntity instance which contains it.
-	a Configurable5QISet instance contained by ManagedElement is only referenced by ManagedFunction instances contained within that ManagedElement. 
-	a Configurable5QISet instance contained by Subnetwork is only referenced by ManagedFunction instances contained within the same Subnetwork.
-	a Configurable5QISet instance contained by ManagedFunction is only used by that ManagedFunction instance.

O.x	RAN Sharing usage recommendation
RAN Sharing deployment scenarios use operator specific IOCs, including OperatorDU (as defined in 4.3.67) which are configured per operator.  
In addition to the general usage, the following recommendations apply for RAN Sharing:
· Configurable5QISet instances applicable to multiple operators sharing a gNB can be associated with the shared GNBDUFunction
· Configurable5QI instances which are operator specific can be referenced by the OperatorDU defined for the applicable operator


