	
3GPP TSG-SA WG6 Meeting #56	S6-232635
Gothenburg, Sweden 21st – 25th August 2023	(revision of S6-232317)

	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.558
	CR
	0424
	rev
	1
	Current version:
	18.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Solve EN for ACR in ENS

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	S6

	
	

	Work item code:
	EDGEAPP_Ph2
	
	Date:
	2023-06-30 

	
	
	
	
	

	Category:
	 F
	
	Release:
	 Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The service continuity scenarios are not addressed for ENS via leading ECSP in Rel18.


	
	

	Summary of change:
	Convert the EN into a NOTE stating the ACR is out of the scope.


	
	

	Consequences if not approved:
	EN remains in supporting service continuity for ENS.

	
	

	Clauses affected:
	8.18.2.1, 8.18.2.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	





[bookmark: _Toc42003890][bookmark: _Toc50584203][bookmark: _Toc50584547][bookmark: _Toc57673390][bookmark: _Toc105714739][bookmark: _Toc122439293][bookmark: _Toc122439301]	* * * First Change * * * *	
[bookmark: _Toc137821578][bookmark: _Toc137821585][bookmark: _Toc19026890][bookmark: _Toc19034301][bookmark: _Toc19036491][bookmark: _Toc19037489][bookmark: _Toc25612755][bookmark: _Toc25613458][bookmark: _Toc25613722][bookmark: _Toc27647679][bookmark: _Toc37791077][bookmark: _Toc42004065][bookmark: _Toc50584449][bookmark: _Toc50584793][bookmark: _Toc57673708][bookmark: _Toc131200988]8.18.2.1	General
Following procedures are defined to support ENS:
-	Application information sharing between ECSPs; and
-	EAS discovery for ENS.
NOTE:	Service continuity in the current release is restricted to be provided via the Partner ECSP.
	* * * Next Change * * * *	
8.18.2.3.4	EAS discovery via Partner ECSP, EES triggered
When service continuity is required, the EES can trigger the T-EAS discovery procedures as defined in clause 8.8.3.2 with the EES of the partner ECSP to find an EAS with respect to ENS. The EAS discovery request includes UE'’s serving MNO information (e.g. MNO name, PLMN ID). Upon receiving the request from the S-EES, the T-EES of the partner ECSP identifies the EAS(s) considering the allowed MNO information of the registered EASs and UE's serving MNO information.
Editor's note: ACR considering all scenarios are FFS.
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