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* * * First Change * * * *

[bookmark: _Toc137821288]8.6.6.3.2	Session with QoS create request
Table 8.6.6.3.2-1 describes the information elements for a Session with QoS create request from the EAS to the EES. 
Table 8.6.6.3.2-1: Session with QoS create request
	Information element
	Status
	Description

	EASID 
	M
	The identifier of the EAS

	Security credentials
	M
	Security credentials of the EAS

	UE IP address (NOTE 1)
	O
	The UE IP address.

	UE ID (NOTE 1)
	O
	The identifier of the UE (i.e. GPSI)

	UE Group ID (NOTE 1)
	O
	Identifies a group of UEs (i.e. internal group ID or external group ID)

	IP flow description (NOTE 4)
	OM
	The IP flow description for the application traffic.

	Domain description (NOTE 4)
	OM
	The domain description including domain name, applicable protocol and matching criteria (e.g. TLS SNI).

	URI (NOTE 4)
	OM 
	Uniform resource identifier. It represents the application traffic URI.

	Requested QoS reference (NOTE 2)
	O
	Refers to pre-defined QoS information for the data session between AC and EAS (NOTE 3).

	List of alternative QoS references
	O
	A list of alternative QoS references, referring to pre-defined QoS information for the data session between AC and EAS and containing one or more QoS reference parameters in a prioritized order (NOTE 3).

	Event list
	O
	A list of associated events to which the EAS subscribes (see 3GPP TS 23.503 [12], clause 6.1.3.18).

	> Event specific data
	O
	For usage monitoring: the sponsoring information (sponsor id, ASP id).
For QoS monitoring: Target of monitoring (DL, UL or roundtrip packet delay).

	> Frequency of reporting
	O
	The reporting frequency (e.g. event triggered) and additional related data (e.g. threshold, minimum waiting time) as described in clause 6.1.3.21 of 3GPP TS 23.503 [12], applicable for QoS monitoring event.

	Notification Target Address
	M
	The Notification Target Address (e.g. URL) where the notifications destined for the EAS should be sent to.

	DNN
	O
	DNN for the data session between AC and EAS

	S-NSSAI
	O
	S-NSSAI for the data session between AC and EAS

	Requested bandwidth (NOTE 2)
	O
	Bandwidth requested for the data session between AC and EAS

	NOTE 1:	Only one of UE IP address, UE ID or UE Group ID shall be provided.
NOTE 2:	Only one of requested QoS reference or requested bandwidth shall be provided.
NOTE 3:	The pre-defined QoS information may be configured in the EES or in the 3GPP Core Network (see 3GPP TS 23.503 [12], clause 6.1.3.22).
NOTE 4:	Only one of these information elements shall be present.
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