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/************************ First change ******************************/
[bookmark: _Toc460616153][bookmark: _Toc460617014][bookmark: _Toc138281714]10.9.1.2.aa	floor revoke request
Table 10.9.1.2.aa-1 describes the information flow floor revoke request, from an authorized floor participant user to floor control server, which is used to revoke the floor from its current holder (the floor participant who was granted the floor). 
Table 10.9.1.2.aa-1: Floor revoke request
	Information element
	Status
	Description

	MCPTT ID
	M
	The identity of the user who requests to revoke the floor from another talker

	MCPTT ID
	M
	Revoked party identity

	Functional alias
	O
	Functional alias of the requester

	Source identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing


[bookmark: _Toc138281709][bookmark: _Toc460617011][bookmark: _Toc460616150]
[bookmark: OLE_LINK10]/************************ Next change ******************************/
[bookmark: _Toc433209825][bookmark: _Toc460616163][bookmark: _Toc460617024][bookmark: _Toc91062792]10.9.1.3.x	Floor revoke by the authorized user
Figure 10.9.1.3.x-1 shows the high level procedure that the floor granted to a talker user is revoked by the authroized user. Only three MCPTT UEs involved in the session are shown on the figure for the simplicity.
Pre-condition:
1.	The participant B is granted the floor and transmitting the voice media to the group. 
2.	For multi-talker case, there may be other talkers in the group communication.

Floor participant A
(Authorized user)
Floor control server
Floor participant B
 (talker)
1. Floor revoke request
3a. Floor revoked
2. Authorization check
MCPTT user at floor participant B is transmitting voice media to the group
3b. Notification to the user
4b. Notification to the user
Floor participant C
 (listener)
4a. Floor idle (or multi-talker floor release)
4a. Floor idle (or multi-talker floor release)
4b. Notification to the user

Figure 10.9.1.x.1-1: Floor revoke by authorized user
1.	The authorized user at floor participant A sends floor revoke request message to revoke the floor of floor participant B. The identity of the floor participant B whose floor is to be revoked is included.
2.	The floor control server checks the floor participant A is authorized to perform the floor revoke.
3.	The floor control server sends the floor revoked message towards the floor participant B, and the floor participant B notifies the MCPTT user about the floor is revoked.
4.	The floor control server sends the floor idle to the other participants, and the MCPTT user is notified about the floor is idle.
[bookmark: _GoBack]In multi-talker case it is also possible there are other remaining active talkers holding the floor. In such a case, the floor control server sends a Multi-talker floor release message to the other participants.

