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* * * Start of Change 1 * * *

[bookmark: _Toc138291375]8.4.2.2.7	PINE update registration directly to PIN server
Figure 8.4.2.2.7-1 illustrates PIN update registration procedure based on request/response model.
Pre-conditions:
1.	The PINE has been pre-configured or has discovered the address (e.g. IP address, FQDN, URI) of the PIN server and is already registered with the PIN server;
2.	The UE Identifier is available;
3.	The PINE has been authorized to communicate with the PIN server;


Figure 8.4.2.2.7-1: PINE update registration directly to PIN server
1.	The PINE (including PINE/PEMC/PEGC) sends a PINE update registration request to the PIN server directly or via PEGC. The request includes the security credentials of the PINE received during authorization procedure and also the request may include the GPSI, MAC address, vendor name, device description, PIN element ID/PIN client ID, PINE Address. 
If the registration request is sent from PINE to PEGC, the PEGC delivers the PINE update registration request to the PIN server.
2.	The PIN server checks whether the UE identified by the GPSI has active registration with the PIN server. 
3.	The PIN server responds to the PINE with PINE update registration response directly or via PEGC which contains the status of the PINE update registration request. If the update registration procedure fails, the PIN server should give the failure response to indicates that indicates the cause of update registration request failure.


* * * End of Change * * *
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