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[bookmark: _Toc133484162][bookmark: _Toc138291068]9.7.3.3	SEALDD enabled data transmission quality measurement notification
Table 9.7.3.3-1 describes the information flow from the SEALDD server to the VAL server for notifying the transmission quality measurement reports.
Table 9.7.3.3-1: SEALDD transmission quality measurement notification
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription.

	Transmission quality measurement reports list 
	M
	The generated transmission quality results in SEALDD server, as specified in Table 9.7.3.3-2.

	> Measurement ID
	M
	Measurement identifiers, e.g. latency, bitrate, packet loss rate, jitter

	> VAL UE ID(s)
	O
	It indicates the VAL UE(s) under SEALDD measurement. For a single VAL UE, it can be omitted and the associated measurement values are for the single VAL UE. For multiple VAL UEs with reporting granularity set to individual UE, the associated measurement values are for individual VAL UE as indicated in this IE. For multiple VAL UEs with reporting granularity set to VAL UE group/list or all VAL UEs, the associated measurement values are aggregation for all VAL UEs or the VAL UE group/list and this IE includes the measured VAL UEs.

	> Average measurement value
	O
	The average measurement value of measurement results

	> Minimum measurement value 
	O
	The minimum measurement value of measurement results 

	> maximum measurement value
	O
	The maximum measurement value of measurement results

	> Standard deviation measurement value
	O
	Standard deviation measurement value of measurement results

	> kPercentile measurement value
	O
	Indicates the kpercentile measurement value of measurement results

	> Measurement period
	O
	Indicates the measurement period 

	> Timestamp
	O
	Indicates the timestamp of measurement results



Table 9.7.3.3-2 describes the information elements for the transmission quality measurement reports list, provided by the SEALDD server after performing transmission quality measurement.
Table 9.7.3.3-2: SEALDD transmission quality measurement reports list
	Information element
	Status
	Description

	> Measurement ID
	M
	Measurement identifiers, e.g. latency, bitrate, packet loss rate, jitter

	> VAL UE ID(s)
	O
	It indicates the VAL UE(s) under SEALDD measurement. For a single VAL UE, it can be omitted and the associated measurement values are for the single VAL UE. For multiple VAL UEs with reporting granularity set to individual UE, the associated measurement values are for individual VAL UE as indicated in this IE. For multiple VAL UEs with reporting granularity set to VAL UE group/list or all VAL UEs, the associated measurement values are aggregation for all VAL UEs or the VAL UE group/list and this IE includes the measured VAL UEs.

	> Average measurement value
	O
	The average measurement value of measurement results

	> Minimum measurement value 
	O
	The minimum measurement value of measurement results 

	> maximum measurement value
	O
	The maximum measurement value of measurement results

	> Standard deviation measurement value
	O
	Standard deviation measurement value of measurement results

	> kPercentile measurement value
	O
	Indicates the kpercentile measurement value of measurement results

	> Measurement period
	O
	Indicates the measurement period 

	> Timestamp
	O
	Indicates the timestamp of measurement results



[bookmark: _Toc121130762][bookmark: _Toc133484163][bookmark: _Toc138291069]9.7.3.4	SEALDD enabled data transmission quality query request
Table 9.7.3.4-1 describes the information flow from the other consumers (e.g. SEALDD server, NSCE server, etc) to the SEALDD server for querying the data transmission quality measurement result.
Table 9.7.3.4-1: SEALDD transmission quality query request
	Information element
	Status
	Description

	Application traffic identifiers
	M
	Identify of the application traffic (e.g. VAL server ID, VAL service ID)

	VAL UE ID(s)
	O
	Identifier of VAL UE(s) need to be queried, e.g. single VAL UE, multiple VAL UEs, or VAL UE group



[bookmark: _Toc133484164][bookmark: _Toc138291070]9.7.3.5	SEALDD enabled data transmission quality query response
Table 9.7.3.5-1 describes the information flow from the SEALDD server to the other consumers (e.g. SEALDD server, NSCE server, etc) for returning the data transmission quality reports.
Table 9.7.3.5-1: SEALDD transmission quality query response
	Information element
	Status
	Description

	Result 
	M
	Success or failure.

	Transmission quality measurement reports list 
	M
	The generated transmission quality results in SEALDD server, as specified in Table 9.7.3.3-2.

	> Measurement ID
	M
	Measurement identifiers, e.g. latency, bitrate, packet loss rate

	> Minimum measurement value 
	O
	The minimum measurement value of measurement results 

	> maximum measurement value
	O
	The maximum measurement value of measurement results

	> Measurement period
	O
	Indicates the measurement period 

	> Timestamp
	O
	Indicates the timestamp of measurement results



