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[bookmark: _Toc133484058][bookmark: _Toc138290963][bookmark: _Toc138291097]* * * First Change * * * *
[bookmark: _Toc138291099]9.2.2.x	SEALDD client initiated connection release
Figure 9.2.2.x-1 illustrates the procedure for SEALDD client initiated connection release procedure from the SEALDD client to the SEALDD server.


Figure 9.2.2.x-1: SEALDD client initiated connection release
1.  The SEALDD client sends the SEALDD connection release request to the SEALDD server to release the established connection.
2.  The SEALDD server releases the SEALDD-UU data transmission connection (which was established by SEALDD client or SEALDD server) and sends the response in the SEALDD connection release response message. Upon receiving the acknowledgement, the SEALDD client can release the connection resources.
* * * Next change * * * *
[bookmark: _Toc133484070][bookmark: _Toc138290975]9.2.3.5	SEALDD regular data transmission connection release request
Table 9.2.3.5-1 describes the information flow from the SEALDD client to the SEALDD server or from the SEALDD server to the SEALDD client for requesting the SEALDD connection release.
Table 9.2.3.5-1: SEALDD regular data transmission connection release request
	Information element
	Status
	Description

	RequestorSEALDD server ID
	M
	Identity of the requestor (SEALDD client or SEALDD server).Identity of the SEALDD server

	SEALDD flow ID
	M
	Identifies the SEALDD flow. 



[bookmark: _Toc133484071][bookmark: _Toc138290976]9.2.3.6	SEALDD regular data transmission connection release response
Table 9.2.3.6-1 describes the information flow from the SEALDD server to the SEALDD client or from the SEALDD client to the SEALDD server for responding the SEALDD connection release request.
Table 9.2.3.6-1: SEALDD regular data transmission connection release response
	Information element
	Status
	Description

	Result
	M
	Result of the operation.



* * * Next change * * * *
[bookmark: _Toc117364431][bookmark: _Toc133484076][bookmark: _Toc138290981][bookmark: _Hlk115271058]9.2.4.1	General
[bookmark: _Hlk115271046]Table 9.2.4.1-1 illustrates the APIs exposed by SEALDD server for regular connection establishment.
[bookmark: _Hlk115271121]Table 9.2.4.1-1: List of SEALDD server APIs for data distribution
	API Name
	API Operations
	Operation Semantics
	Consumer(s)

	Sdd_RegularTransmission
	Request
	Request/Response
	VAL server

	Sdd_RegularTransmissionConnection _Establish
	EstablishRequest
	Request/Response
	SEALDD client

	
	Release
	Request/Response
	SEALDD client

	Sdd_ConnectionStatusEvent
	Subscribe
	Subscribe/Notify
	VAL server

	
	Notify
	Subscribe/Notify
	VAL server



* * * Next change * * * *
[bookmark: _Toc117364433][bookmark: _Toc133484078][bookmark: _Toc138290983]9.2.4.3	Sdd_RegularTransmissionConnection_Establish operation
API operation name: Sdd_RegularTransmissionConnection_Establishment_Request
Description: The consumer requests for one time for SEALDD enabled regular data connection establishment.
Inputs: See clause 9.2.3.3.
Outputs: See clause 9.2.3.4.
See clause 9.2.2.1 and 9.2.2.2 for details of usage of this operation.
* * * Next change * * * *
9.2.4.x	Sdd_RegularTransmissionConnection_Release operation 
API operation name: Sdd_RegularTransmissionConnection_Release
Description: The consumer requests to release the SEALDD connection resources.
Inputs: See clause 9.2.3.5.
Outputs: See clause 9.2.3.6.
See clause 9.2.2.x for details of usage of this operation.
* * * End of changes * * * *
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