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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Clauses affected
	Source to WG
	Work Item
	Other Aff Specs

	23.501
	2424
	0
	Rel-16
	Overview Clarifications for multiple UP resource support for an NB-IoT UE
	F
	16.5.1
	S2-140E
	2005507
	5.31.9
	Huawei, HiSilicon
	5G_CIoT
	

	23.501
	2425
	0
	Rel-16
	Overview Clarifications about the CIoT optimisations during mobility to and from non-3GPP access
	F
	16.5.1
	S2-140E
	2005509
	5.6.1, 5.31.1
	Huawei, HiSilicon
	5G_CIoT
	

	23.501
	2426
	0
	Rel-16
	Overview Clarifications for handling Control Plane CIoT optimisation during interworking between EPS and 5GS
	F
	16.5.1
	S2-140E
	2005511
	5.17.2.1
	Huawei, HiSilicon
	5G_CIoT
	

	23.501
	2427
	1
	Rel-16
	Drop downlink packets with notification of the discarded downlink packet
	F
	16.5.1
	S2-140E
	2006211
	5.8.2.11.6, 5.8.3.2
	Huawei, HiSilicon
	5G_CIoT
	

	23.501
	2428
	0
	Rel-16
	Overview of redirecting UE via service reject to align with CT1
	F
	16.5.1
	S2-140E
	2005514
	5.31.3
	Huawei, HiSilicon
	5G_CIoT
	

	23.501
	2443
	1
	Rel-16
	Extended Connected Timer in mobility messages
	F
	16.5.1
	S2-140E
	2006217
	5.31.7.3, 5.31.8
	Qualcomm Incorporated, Ericsson, Sony
	5G_CIOT
	

	23.502
	2340
	0
	Rel-16
	Clarification on use of N2 message in PDU Session establishment for Control Plane CIoT 5GS Optimization
	F
	16.5.1
	S2-140E
	2004936
	4.3.2.2.1
	NEC
	5G_CIoT
	

	23.502
	2370
	0
	Rel-16
	Procedure Clarifications for multiple UP resource support for an NB-IoT UE
	F
	16.5.1
	S2-140E
	2005508
	4.2.3.2, 4.3.2.2.1
	Huawei, HiSilicon
	5G_CIoT
	

	23.502
	2371
	1
	Rel-16
	Procedure Clarifications for CIoT optimisations during mobility to and from non-3GPP access
	F
	16.5.1
	S2-140E
	2006210
	4.9.2.1, 4.9.2.2
	Huawei, HiSilicon
	5G_CIoT
	

	23.502
	2372
	1
	Rel-16
	Correction to interaction between the SMF and UPF for Availability after DDN failure event
	F
	16.5.1
	S2-140E
	2006212
	4.15.3.2.9
	Huawei, HiSilicon
	5G_CIoT
	

	23.502
	2373
	1
	Rel-16
	Procedures to Redirect UE via service reject to align with CT1
	F
	16.5.1
	S2-140E
	2006213
	4.2.3.2, 4.2.4.2, 4.11.1.5.x (new) , 4.11.1.5.y (new)
	Huawei, HiSilicon, Ericsson
	5G_CIoT
	

	23.502
	2398
	1
	Rel-16
	PCC control for DDD status and availability after DDN failure events
	F
	16.5.1
	S2-140E
	2006215
	4.15.3.2.8, 4.15.3.2.9
	Nokia, Nokia Shanghai-Bell
	5G_CIoT
	

	23.503
	0489
	1
	Rel-16
	PCC control for DDD status and availability after DDN failure events
	F
	16.5.1
	S2-140E
	2006214
	6.1.3.5, 6.3.1
	Nokia, Nokia Shanghai-Bell
	5G_CIoT
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