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	Reason for change:
	Reporting of SMS over NAS by the MME was omitted when the EPC LI capabilities specified in TS 33.107 and TS 33.108 were ported into TS 33.128.

	
	

	Summary of change:
	The missing capabilities are restored.

	
	

	Consequences if not approved:
	Lack of support for SMS over NAS LI capabilities in TS 33.128.
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[bookmark: _GoBack]*** FIRST CHANGE ***

[bookmark: _Toc39154278]6.3.2.2		Generation of xIRI over LI_X2
The IRI-POI present in the MME shall send the xIRIs over LI_X2 for each of the events listed in TS 33.107 [36] clause 12.2.1.1, the details of which are specified in clause 12.2.3 of the same TS, and in case of SMS over NAS as specified in clause 18.2.4 of TS 33.107 [36].
The IRI-POI present in the MME shall set the payload format to EpsHI2Operations.EpsIRIContent (value 14, see clause 5.3 and ETSI TS 103 221-2 [8] clause 5.4). The payload field shall contain an EpsHI2Operations.EpsIRIContent structure encoded according to TS 33.108 [12] clauses 10.5, 15.2 and B.9. 
As the LIID may be not available at the MME but is mandatory in EpsHI2Operations.EpsIRIContent according to Annex B.9 of TS 33.108 [12], its value in the lawfulInterceptionIdentifier field of the encoded PDU shall be set to the fixed string "LIIDNotPresent".
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