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*** First change (this is a generic clause) ***
4.x
Service scoping

4.x.1
General

The interception product shall be delivered to the LEMF over LI_HI2 and LI_HI3, observing the service scoping described in the following clauses.

4.x.2
CSP service type

-
Voice.
-
Data.
-
Messaging (e.g. SMS/MMS).
-
Push-to-Talk (including MCPTT).
-
LALS (the Target Positioning service, per TS 33.127 [5], clause 7.3.3.2).
The LIPF shall be able to provision the POI, TFs and the MDF2/MDF3 according to the CSP service type(s) applicable to a warrant.

When multiple service types are applicable to a target due to multiple warrants, the MDF2/MDF3 shall be able to deliver interception product to each LEMF based on the CSP service type(s) of the respective warrant.

4.x.3
Delivery type

-
IRI, 
-
CC.
-
IRI and CC.
The LIPF shall be able to provision the POI, TF and the MDF2/MDF3 according the delivery type(s) applicable to a warrant.

When different delivery types are applicable to a target due to multiple warrants, the MDF2/MDF3 shall be able to deliver IRI/CC to each LEMF based on the delivery type(s) of the respective warrant.

4.x.4
Location Reporting

-
Report location only at the beginning and end of a session.
-
Report location every time the target location information is detected at the POI (including location update with no physical change of location).
The LIPF shall be able to provision the POI and the MDF2 with an indication of which location reporting type is applicable to a warrant.

When different location reporting types are applicable to a target due to multiple warrants, then POI may be provisioned as if the reporting of all location information occurrences at the POI is required, with MDF2 restricting the delivery of location to the LEMF as per the provisioned information for a warrant.

4.x.5
LALS Triggering

-
This option is used to activate the LALS triggered location service (TS 33.127 [5], clause 7.3.3.3) for the target.
The LIPF shall be able to provision the LTF associated with a POI or MDF2 with the LALS triggered location service parameters provided in the warrant or use a default set of parameters.

4.x.6
Roaming Interception

-
Stop interception when the target is roaming outbound internationally.

NOTE 1: 
The definition of international roaming for LI purposes could vary per jurisdiction.

NOTE 2:
The method used to achieve the roaming related service scoping is not described in the present document.

*** Next change (this is a LI_X1 clause) ***
5.2.4
Service scoping

The LIPF shall be able to provision the POI, TFs and the MDF2/MDF3 according to the service scoping (see clause 4.x) applicable to a warrantas described in Clause 6.2.1.2 and Annex C of ETSI TS 103 221-1 [7].

*** Next change (this is a LI_X2/LI_X3 clause) ***
5.3.x
Service scoping

When applicable, the POIs shall deliver the xIRIs/xCC to MDF2/MDF3 over LI_X2/LI_X3 according to the service scoping as provisioned by the LIPF to them (see clause 4.x).   
*** Next change (this is a LI_HI1 clause) ***
5.4.2
Void



























5.4.x
Service scoping

LEAs shall be able to provide the service scoping as applicable to the warrant to the CSP over the LI_HI1 interface (see clause 4.x). 
*** Next change (this is a LI_HI2/LI_HI3 clause) ***
5.5.x
Service scoping

The MDF2 and MDF3 shall be able to deliver the IRI messages and the CC to the LEMF over LI_HI2 and LI_HI3 respectively, according to the service scoping (see clause 4.x).  
** End of all changes **

