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Presentation of Specification to TSG

Presentation to:
TSG SA Meeting #90E
Document for presentation:
TR 23.752: "Study on system enhancement for Proximity based Services (ProSe) in the 5G System (5GS) (Release 17)", Version 1.0.0
Presented for:
Information
Abstract of document:

TR 23.752 contains the output of the FS_5G_ProSe study (SID in SP-200444 that is revision of SP-190443).
The objective of this Technical Report is to identify and evaluate architecture enhancements of 5G System design needed to support proximity based services based on SA WG1 requirements defined in TS 22.278, TS 22.261 and TS 22.115 and determine which of the solutions can proceed to normative specifications.
The TR contains the following key issues and the related solutions. 

Key Issue #1: ProSe Direct discovery
Key Issue #2: Support for NR PC5 ProSe communication
Key Issue #3: Support of UE-to-Network Relay
Key Issue #4: Support of UE-to-UE Relay
Key Issue #5: Support direct communication path selection between PC5 and Uu
Key Issue #6: Support direct communication path switching between PC5 and Uu (This key issue is not addressed within Rel-17 timeframe.)
Key Issue #7: Charging for PC5
Key Issue #8: Support of PC5 Service Authorization and Policy/Parameter Provisioning
Changes since last presentation to TSG SA:
This is the first presentation to TSG-SA.

The progress of the TR is considered at 90%.
Outstanding Issues:

The decision to support Layer 3-based UE-to-Network Relay solution, Layer 2-based UE-to-Network Relay solution, or both will be determined taking into account feedback from RAN2 and SA3.
The decision to support Layer 3-based UE-to-UE Relay solution, Layer 2-based UE-to-UE Relay solution, or both will be determined taking into account feedback from RAN2 and SA3.
The decision to support Control Plane based UE usage reporting or User Plane based UE usage reporting will be determined taking into account feedback from SA5.
Contentious Issues:

None.


