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---Start of the Change---
[bookmark: _Toc45387744][bookmark: _Toc52638637]6.30.2	Requirements
The following set of requirements complement the requirements listed in 3GPP TS 22.011 [3], clause 3.2.2.8.
The 5G system shall support a mechanism for the HPLMN to control the timing when a UE registered on a VPLMN, in automatic mode (see clause 3.1 of TS 23.122 [25]) and currently in CONNECTED mode, enters IDLE mode and initiates higher priority PLMN selection based on the type of ongoing communication.
NOTE:	Changes needed to support the above requirement are expected to have minimum impact on the 5G system. UE is expected to initiate the above-mentioned PLMN selection e.g. by locally releasing the established N1 NAS signalling connection.
[bookmark: _GoBack]The UE shall be able to delay conforming to sSteering of roaming control information fromprovided by the HPLMN while it isto the UE shall not force the UE to release ongoing services when the UE are engaged in high priority service (e.g. emergency call, MPS session), or a serviceother sessions  defined by HPLMN policy or the user not to be interrupted (of high prioritye.g. MMTEL voice/video call).
The mechanism mentioned above in this clause shall be available to the HPLMN even if the VPLMN the UE is registered on is compliant to an earlier release of the 5G system.
---End of the Change---
