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Abstract: We reflect on the enumeration of requirements in TS 22.104 and TS 22.261
1 Introduction

This is a companion document to SP-201104, SP-201102, and SP-201103. 
2 The enumeration scheme used
	Enumeration scheme
	Remark

	[R-c-mnr]
	“R” stands for requirement; c is the unabridged number of the clause or table in which the requirement resides, and mnr stands for the three digits of the requirement index. 

Note that if a requirement in a table is enumerated, the table number and not the clause number is used.


The requirement number was added at the beginning of the paragraph or bullet item, for example: 

“[R-5.1.2.1-001] The 5G system shall support a UE with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the UE's 5G Home Mobile Network.”
For tables, the preferred placement was the beginning of the row. Rows in tables were enumerated in case the table contained scenarios with significantly different requirements. 
3 Proposed scheme for future changes to these technical specifications
	Type of change
	Proposed handling
	Remark

	Addition of new requirements
	a) The requirement is added at the end of an existing list: use the numbering scheme implied by the previous requirement and increment the requirement index by one.
b) The requirement is introduced between two existing requirements: follow the scheme for the insertion of clauses (see example 1 in clause 5.2.1A in TR 22.801).
	a) For instance, if a list of requirements in clause 6.2.2 of a TS ends with the number [R-6.2.2-014], a CR intending to add a requirement to this list needs to enumerate this requirement with the next higher index, namely [R-6.2.2-015].

b) For instance, if a CR wants to insert a requirement between the existing requirements [R-6.2.2-010] and [R-6.2.2-011], the number of the new requirement is [R-6.2.2-010A].
Note that option (a) was chosen for the enumeration of the new requirement in TS 22.261 Rel-18 (see SP-201103).

	Deletion
	Keep the original number and replace the requirements text with the phrase (Void).
	This adopts the 3GPP guideline for how to deal with deleted clauses in specifications for requirement enumeration (see clause 5.2.1B in TR 22.801).

	Merging
	1)  delete both or all requirements to be merged (apply the rules in the “deletion row”);  

2)  add the new, merged requirement to the list of requirements;
3)  add a note that this is a merger of requirements and state the numbers of the originator requirements. 
	If merging in-sequence requirements, add the new merged requirement after the last to be merged requirement.

If merging non-sequential requirements, follow the rules in the “addition” row [option (a)].

	Moving to other clauses in the same document
	1)  delete the requirement (apply the rules in the “deletion” row above);

2)  Move the requirement to its new position and apply the rules in the row “addition”;

3)  add a note that his requirement was moved and state its original requirement number.
	‒

	Rewording
	Keep the original number
	‒

	Splitting
	1)  Delete the original requirement; 
2)  add the resulting requirements [follow the rules in the row “addition”, choose option (b)]
3)  add a note after each requirement that it is the result of a split and state the originator requirement’s number.
	If the split requirements are not moved, use the number of the original requirement to be split and then use lettering for each split requirement. For instance, the original requirement [R-6.2.2-010] is split into [R-6.2.2-010a] and [R-6.2.2-010b]
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