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	Reason for change:
	This paper proposes DCAMP related update of BSF services. 
The purpose of the update is to clarify that there may be both PCF for a PDU Session and PCF for a UE. They may be handled separately and independently by the BSF. (NOTE: In Rel-15 and Rel-16, only PCF for a PDU Session was applicable for the BSF)

	
	

	Summary of change:
	Add a clarification to BSF services to indicate that there may be both PCF for a PDU Session and PCF for a UE. Each of them may separately and independently register itself at the BSF. Each of them may separately and independently be discovered by a consumer of the BSF.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]It may not be clear that in the context of BSF there may be both PCF for a PDU Session and PCF for a UE. It may not be clear that they may be handled separately and independently by the BSF. This may mislead one to believe that the BSF can only handle registration and discovery of PCF for a PDU Session, as it used to be in Rel-15 and Rel-16.
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The following NF services are specified for BSF as described in TS 23.503 [45]:
Table 7.2.15-1: NF Services provided by BSF
	Service Name
	Description
	Reference in TS 23.502 [3]

	Nbsf_Management
	Allows a PCF to register/deregister itself and to be discoverable by NF service consumers.

NOTE: There may be both PCF for a PDU Session and PCF for a UE. Each of them may separately and independently register itself at the BSF. Each of them may separately and independently be discovered by a consumer of the BSF.
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