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	Reason for change:
	According to discussions of the agreed TEI17_DCAMP WID, the following scenario exists:
If the PCF used for AM policy decisions is not the same PCF instance as what is used for SM decision of the UE, when application starts/stops, PCF-SM needs to inform PCF-AM this event. Then, PCF-AM dynamically changes AM policy and notifies AMF new AM policy. 
In order to support this, it is required to update procedures for handling dynamically changing AM policies.
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The following table illustrates the PCF Services.
Table 5.2.5.1-1: NF services provided by PCF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer (s)

	Npcf_AMPolicyControl
	Create
	Request/Response
	AMF

	
	Update
	Request/Response
	AMF

	
	UpdateNotify
	Subscribe/Notify
	AMF

	
	Delete
	Request/Response
	AMF

	Npcf_Policy Authorization
	Create
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Notify
	Subscribe/Notify
	AF, NEF, NWDAF, PCF

	
	Subscribe
	
	AF, NEF, NWDAF, PCF

	
	Unsubscribe
	
	AF, NEF, NWDAF, PCF

	Npcf_SMPolicyControl
	Create
	Request/Response
	SMF

	
	UpdateNotify
	Subscribe/Notify
	SMF

	
	Update
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	Npcf_BDTPolicyControl
	Create
	Request/Response
	NEF

	
	Update
	Request/Response
	NEF

	
	Notify
	
	NEF

	Npcf_UEPolicyControl
	Create
	Request/Response
	AMF, V-PCF

	
	Update
	Request/Response
	AMF, V-PCF

	
	UpdateNotify
	Subscribe/Notify
	AMF, V-PCF

	
	Delete
	Request/Response
	AMF, V-PCF

	Npcf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF, NWDAF

	
	Unsubscribe
	
	

	
	Notify
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NOTE:	In the Npcf_PolicyAuthorization operations, PCF is a consumer when the PCF for the UE and the PCF for the PDU session are different. 


