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	1st  Change


[bookmark: _Toc20150419][bookmark: _Toc27479667][bookmark: _Toc36025179][bookmark: _Toc44516279][bookmark: _Toc45272598][bookmark: _Toc51754597][bookmark: _Toc58580337]4.3.8	TopX
[bookmark: _Toc20150420][bookmark: _Toc27479668][bookmark: _Toc36025180][bookmark: _Toc44516280][bookmark: _Toc45272599][bookmark: _Toc51754598][bookmark: _Toc58580338]4.3.8.1	Definition
This IOC is provided for sub-classing only. All information object classes defined in all TS that claim to be conformant to 32.102 [2] shall inherit from TopX.
[bookmark: _Toc20150421][bookmark: _Toc27479669][bookmark: _Toc36025181][bookmark: _Toc44516281][bookmark: _Toc45272600][bookmark: _Toc51754599][bookmark: _Toc58580339]4.3.8.2	Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	[bookmark: OLE_LINK27][bookmark: OLE_LINK28]isWritable
	isInvariant
	isNotifyable

	objectClass
	M
	T
	TF
	T
	T

	objectInstance
	M
	T
	TF
	T
	T




	2nd   Change


[bookmark: _Toc20150434][bookmark: _Toc27479682][bookmark: _Toc36025194][bookmark: _Toc44516294][bookmark: _Toc45272613][bookmark: _Toc51754612][bookmark: _Toc58580352]4.3.11	EP_RP
[bookmark: _Toc20150435][bookmark: _Toc27479683][bookmark: _Toc36025195][bookmark: _Toc44516295][bookmark: _Toc45272614][bookmark: _Toc51754613][bookmark: _Toc58580353]4.3.11.1	Definition
This IOC is provided for sub-classing only. This IOC represents an end point of a link used across a reference point between two network entities. 
For naming the subclasses of EP_RP, the following rules shall apply: 
-	The name of the subclassed IOC shall have the form “EP_<rp>”, where <rp> is a string that represents the name of the reference point. 
Thus, two valid examples of EP_RP subclassed IOC names would be: EP_S1 and EP_X2.
[bookmark: _Toc20150436][bookmark: _Toc27479684][bookmark: _Toc36025196][bookmark: _Toc44516296][bookmark: _Toc45272615][bookmark: _Toc51754614][bookmark: _Toc58580354][bookmark: OLE_LINK29]4.3.11.2	Attributes
The EP_RP IOC includes the attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:
	Attribute Name
	S
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	farEndEntity
	O
	T
	F-
	F-
	T

	userLabel
	O
	T
	T
	F-
	T

	supportedPerfMetricGroups
	O
	T
	F
	F
	T


[bookmark: _Toc20150437][bookmark: _Toc27479685][bookmark: _Toc36025197][bookmark: _Toc44516297][bookmark: _Toc45272616][bookmark: _Toc51754615][bookmark: _Toc58580355]4.3.11.3	Attribute constraints
None
[bookmark: _Toc20150438][bookmark: _Toc27479686][bookmark: _Toc36025198][bookmark: _Toc44516298][bookmark: _Toc45272617][bookmark: _Toc51754616][bookmark: _Toc58580356]4.3.11.4	Notifications
This class does not support any notification.


	3rd    Change


[bookmark: _Toc44516369][bookmark: _Toc45272684][bookmark: _Toc51754679][bookmark: _Toc58580418][bookmark: _Toc44516371][bookmark: _Toc45272686][bookmark: _Toc51754681][bookmark: _Toc58580420]4.3.30	TraceJob
[bookmark: _Toc44516370][bookmark: _Toc45272685][bookmark: _Toc51754680][bookmark: _Toc58580419]4.3.30.1	Definition
A TraceJob instance represents the Trace Control and Configuration parameters of a particular Trace Job (see TS 32.421 [29] and TS 32.422 [30] for details).
To activate Trace Jobs, a MnS consumer has to create TraceJob object instances on the MnS producer. A MnS consumer can activate a Trace Job for another MnS consumer since it is not required the value of tjTraceCollectionEntityAddress or tjStreamingTraceConsumerUri to be his own.
For the details of Trace Job activation see clauses 4.1.1.1.2 and 4.1.2.1.2 of TS 32.422 [30].
When a MnS consumer wishes to deactivate a Trace Job, the MnS consumer shall delete the corresponding TraceJob instance. For details of management Trace Job deactivation see clause 4.1.1.1.2 of TS 32.422 [30].
Creation and deletion of TraceJob instances by MnS consumers is optional; when not supported, the TraceJob instances may be created and deleted by the system or be pre-installed.
4.3.30.2	Attributes
The TraceJob IOC includes attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:

	Attribute Name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	tjJobType
	M
	T
	T
	F
	T

	tjListOfInterfaces
	O
	T
	T
	F
	T

	tjListOfNeTypes
	CM
	T
	T
	F
	T

	tjPLMNTarget
	CM
	T
	T
	F
	T

	tjStreamingTraceConsumerURI
	CM
	T
	T
	F
	T

	tjTraceCollectionEntityAddress
	CM
	T
	T
	F
	T

	tjTraceDepth
	CM
	T
	T
	F
	T

	tjTraceReference
	M
	T
	T
	F
	T

	tjTraceReportingFormat
	M
	T
	T
	F
	T

	tjTraceTarget
	CM
	T
	T
	F
	T

	tjTriggeringEvent
	CM
	T
	T
	F
	T

	tjMDTAnonymizationOfData
	CM
	T
	T
	F
	T

	tjMDTAreaConfigurationForNeighCell
	CM
	T
	T
	F
	T

	tjMDTAreaScope
	CM
	T
	T
	F
	T

	tjMDTCollectionPeriodRrmLte
	CM
	T
	T
	F
	T

	tjMDTCollectionPeriodRrmUmts
	CM
	T
	T
	F
	T

	tjMDTCollectionPeriodRrmNR
	CM
	T
	T
	F
	T

	tjMDTEventListForTriggeredMeasurement
	CM
	T
	T
	F
	T

	tjMDTEventThreshold
	CM
	T
	T
	F
	T

	tjMDTListOfMeasurements
	CM
	T
	T
	F
	T

	tjMDTLoggingDuration
	CM
	T
	T
	F
	T

	tjMDTLoggingInterval
	CM
	T
	T
	F
	T

	tjMDTMBSFNAreaList
	CM
	T
	T
	F
	T

	tjMDTMeasurementPeriodLTE
	CM
	T
	T
	F
	T

	tjMDTMeasurementPeriodUMTS
	CM
	T
	T
	F
	T

	tjMDTMeasurementQuantity
	CM
	T
	T
	F
	T

	tjMDTPLMList
	CM
	T
	T
	F
	T

	tjMDTPositioningMethod
	CM
	T
	T
	F
	T

	tjMDTReportAmount
	CM
	T
	T
	F
	T

	tjMDTReportingTrigger
	CM
	T
	T
	F
	T

	tjMDTReportInterval
	CM
	T
	T
	F
	T

	tjMDTReportType
	CM
	T
	T
	F
	T

	tjMDTSensorInformation
	CM
	T
	T
	F
	T

	tjMDTTraceCollectionEntityID
	CM
	T
	T
	F
	T
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